
ATTIC ACCESS
Provide adequate insulation coverage and air sealing for the

access between living space and the unconditioned attic
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T e c h n o l o g y F a c t S h e e t

DON’T LEAVE A HOLE IN THE CEILING

A home’s attic access, such as an attic hatch,
pull-down stairs, or knee-wall door, often goes
uninsulated, representing one of the biggest
deficiencies in the thermal barrier between the
attic and conditioned space. This gap in the
attic insulation increases heat loss in winter
and heat gain in summer, and makes indoor
living areas uncomfortable.

Such accesses are often not sealed properly.
A ¼-inch gap around the perimeter of an
attic access can potentially leak the same
amount of air supplied by a typical bedroom
heating duct (~100 CFM). Unsealed, the attic
access in a home leaks energy dollars and
causes the house to be less comfortable.

To create the hatch, the installer should cut a
plywood piece or save the ceiling drywall piece
that is cut out for the hole.  To ensure a tight
fit, securely fasten the trim around the hole to
the ceiling and make sure that it is flat and
level.  An uneven base can cause air leakage.
Weatherstripping can be installed either on the
hatch itself or on the inside of the trim or base
where the hatch rests.  Adding a latch bolt will
help ensure a tighter seal.

After the trim or base is aligned to seal properly,
insulation should be added to the attic side of the
hatch.  Rigid insulated sheathing is recom-
mended.  Cut the insulated sheathing ¼ inch
smaller than the hatch size to allow for clearance
when moving the access panel.  Apply 3 or 4 inches
of insulation to the hatch with construction adhesive
and screws.  As an added measure, glue the kraft-
paper side of batt insulation to the top of the last
layer of rigid insulation.  Try to achieve the same
total R-value as recommended by the 1995 Model
Energy Code (MEC)(see page 4) or DOE Insulation
Fact Sheet. Order the Insulation Fact Sheet (DOE/
CE-0180) from the Energy Efficiency and
Renewable Energy Clearinghouse or access it
from the Internet at www.ornl.gov/roofs+walls.

Hatch lid pushes up and 
out of the way for access

Air seal
gasket

Trim

Insulation dams 
prevent loose-fill 
insulation from 
falling through 
access
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SCUTTLE HOLE COVER

A T T I C  H A T C H

One inexpensive and common type of attic
access is referred to as a scuttle hole or attic
hatch, which is simply a removable portion of
the ceiling that allows entry to the attic above.
A scuttle hole is commonly located in a closet
or main hallway.

ATTIC ACCESS

An attic access
is a big hole. Adding
an insulated cover and
weatherstripping to an
access can reduce infiltration
and heat-loss through this
passageway. Latch bolts (not shown) may be
installed to help ensure an even tighter seal.



A T T I C  A C C E S S  L O C A T I O N

Location of an attic access is important.  If possible, locate the
access in an unconditioned part of the house (e.g., garage,
covered patio, or porch) that is also secure against potential
break-ins. A garage location, where the vented attic is
uninsulated, can eliminate the need for sealing and insulation.

For a pull-down attic staircase, make sure that opening the stairs
will not interfere with the placement of  furniture. The position
of the staircase in relation to ceiling joists might also affect
location—placing the staircase between joists instead of across
joists can speed installation because structural cross-member
framing is not as complicated.

A T T I C  D E C K I N G

Attic decking is often used to provide additional storage space or
a platform for an HVAC unit or hot water tank installed in the attic.
The decking is often installed directly on top of the ceiling joists;
this limits the amount of space available for insulation and  lowers
the attic’s average R-value.

To ensure proper insulation depth, the attic decking must be
raised above the ceiling joists. To accomplish this “edge-nail”
2x4’s or 2x6’s to the tops of the ceiling joists where the decking
is to be located or, as an option for trusses, lag 2x4 members to
the truss webbing at the desired height. Install the decking
securely to the top of the raised lumber after the insulation has
been installed.

A T T I C  S T A I R S

Pull-down stairs are another common type of attic access. The
frame for the stairs fits in a rough opening and leaves a gap,
much like that for a door or window, which must be sealed.  If
the gap is small (less than ½ inch), caulk can be used as the
sealant. If a larger opening exists, then non-expanding foam or
a backing material (backer rod) is recommended in conjunction
with caulk.  Expanding foam can be used, but care must be
taken because of its highly expansive nature; it could warp the
frame and interfere with the ability of the stairs to open or close
properly. To ensure a tight fit between the stairs’ flat panel and
the frame, weatherstripping or gasket material should be added
either to the frame or the panel. Latch bolts may be installed to
help ensure a tighter seal.

To insulate attic stairs access, a lightweight, moveable box can
be constructed from rigid foam or fibrous ductboard to fit over
the stairs from the attic side.  Insulating kits are also available
through weatherization suppliers or from local hardware stores.

As with all home projects, follow the attic stairs manufacturer’s
instructions for proper installation. Manufacturer’s guidelines often
provide unique techniques and safety considerations for each
particular unit. For safety and the extended life of the stairs, be sure
to cut the stairs to the proper length. This action will prevent strain
on the hinges and reduce wear on the pivotal joints of the stairs.

An attic stair cover box is made from rigid insulation. It drops
down from the attic side to seal and insulate the pull-down
stairs.

PULL-DOWN ATTIC STAIRS
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Cover box pushes up 
and out of the way for 
access

Seal gap between 
frame and rough 
opening with 
caulk, backer rod, 
or foam

Insulation dams prevent 
loose-fill insulation from 
falling through access

INCREASE ATTIC INSULATION LEVELS UNDER DECKING

For many products, an insulation depth of 10 to 14
inches is needed to achieve an R-30 to R-38 insulation
value. Thus, a 2x4 or 2x6 extension needs to be added to
a 2x6 joist to provide sufficient depth before installing
decking.

2x6

2x4



ceiling 
joist

cover boxsits on stairs frame

shim
sealant

stairs frame
weatherstripping

ATTIC ACCESS
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ATTIC STAIRS COVER BOX

Pay careful attention to inside
and outside dimensions plus
height requirements for the
specific measurements of the
attic staircase being installed.
The cover box should
rest squarely on top of
the attic stairs frame.
Shim and seal the gap
between the frame and
rough opening and
install weatherstripping.

Assemble side
pieces, end pieces,
and brace as shown.
The cover piece will
drop in and be at-
tached with adhe-
sive and nails.

24¾"23¾"22¾"

53½"

52½"

51½"

CONSTRUCT AN ATTIC STAIRS
COVER BOX

Use the template shown here to cut
pieces from a single 4x8 foot sheet
of ½-inch rigid insulation for a box
53½ inches long (51½ inches
inside), 24¾ inches wide (22¾
inches inside), and 9 inches high
inside.  This box will fit stairs with
an outside framing dimension of
53½ inches by 24¾ inches. Adjust
dimensions to fit the specific stairs
being installed. Be sure to carefully
measure both inside and outside
dimensions to the appropriate
length, width, and depth clearances
for the cover box.

Create the box as shown: Apply
adhesive/mastic and use roofing
nails to construct the two end and
two side pieces. Assemble the side
and end pieces into a box using
adhesive and longer nails.  Add the
center support brace and cover
piece with glue and nails. A faced
insulation batt may be glued to the
cover piece with adhesive applied to
the paper backing.

M A T E R I A L S  N E E D E D :
• ½-inch rigid insulation

• Insulation batt (optional)

• Duct sealing mastic or
construction adhesive

• 1-inch roofing nails (8d or
16d)

• Tape measure, sharp utility
knife and straight-edge, or
table/circular saw

• Weatherstripping/gasket 
material with adhesive

All pieces can be cut out of one 4'x8' sheet of rigid insulation. Use a table saw for
smooth, accurate cuts.
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For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ornl/btc

The Model Energy Code
can be obtained from the
International Code Council by
calling 703-931-4533

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or downloaded directly
from the Web at
www.energycodes.org/
resid/resid.htm.

ATTIC ACCESS

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

K N E E  W A L L S

Another type of attic access is a knee-wall door.
A knee wall is typically a partial height wall that
is usually found in the upstairs level of
finished-attic homes.  Knee walls are notoriously
leaky and often poorly insulated.  Make sure
that the knee-wall door is weatherstripped and
has a latch that pulls it tightly against the frame
and weatherstripping to achieve a solid seal.
Use construction adhesive and screws to at-
tach rigid insulation to the attic side of the
door.  Some attic doors are full-height interior
doors which should be insulated,
weatherstripped, and equipped with a tight
threshold.

Inspect the rest of the knee wall and adjust
insulation levels to meet those recommended
in the 1995 MEC or DOE Insulation Fact Sheet.
If not enough insulation is installed, first air
seal the knee wall before insulating. Consider
covering the back of the vertical knee wall with
rigid insulation.  Insulated sheathing, with the
seams caulked or sealed with housewrap tape,
reduces heat flow and minimizes the comfort
problems commonly associated with drafty
attic knee walls.

In new construction, an improved approach is
to insulate and air seal the rafter space along

Add R-value to a knee-wall door by adhering
rigid insulation boards (sandwiched together
with construction adhesive and screws) to the
back of the door. Pay special attention to the
clearance between the insulation and the door
frame and air sealing details.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.

February 2000 DOE/GO10099-768

the sloped ceiling of the knee wall. The rafters
should be covered with a sealed air barrier,
such as drywall, rigid insulation, or foil-faced
hardboard. One advantage of this approach is
that the storage area as well as any ductwork is
now inside a more tempered space.

ATTIC KNEE WALL

KNEE-WALL DOOR

The attic knee wall is often underinsulated and leaky. Install adequate insulation and air seal around
the living space for continuity in the building envelope when addressing the knee-wall door.

Seal
Attic
living
space

Seal

Hardboard

Seal all edges of rigid 
foam insulation 

Attic space

Desired 
ventilation

Unwanted air leakage Attic ventilation

Knee wall

Seal
outlet
box to
drywall



Create a comfortable basement environment that is free of
moisture problems and easy to condition
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T e c h n o l o g y F a c t S h e e t

INTRODUCTION

The primary foundations in the United States
are slab-on-grade, crawlspace, and basement.
Basements can be a good choice for sites that
slope steeply and in climates having cold
winters with deep frost penetration. Although
deeper excavation is required for structural
reasons, the additional cost can result in a
comfortable and habitable space.

Basements are notorious for problems with
water intrusion, cold temperatures, humidity,
mold, and uncomfortable, if not unhealthy,
living conditions. A properly sealed, insulated,
and moisture-protected basement will increase
comfort, save on energy costs, improve
durability, and reduce entry of moisture, soil
gases, and other potential irritants or
pollutants into the home.

However, basement walls are one of the most
controversial areas of a home to insulate and
seal. Many builders, even in far northern
states, feel that insulating basement walls is

too expensive and does not provide a reason-
able payback. Also, builders of daylight or
walkout basements often only insulate the
framed section of the basement. Yet energy
codes typically require a thermal boundary
between the house and unconditioned
basement or between a conditioned basement
and the outside air and earth.

KEYS TO AN EFFECTIVE BASEMENT

Moisture control – using a water-managed
foundation system to drain rainwater and
groundwater away from foundations.

Airtight construction – sealing all air leaks
between the conditioned space and the
outside prior to insulation installation.

Complete insulation coverage – properly
installing the correct insulation levels, making
sure the insulation coverage is continuous and
complete, and aligning the insulation barrier
with the air barrier.

ANNUAL SAVINGS WITH BASEMENT WALL
INSULATION
The energy savings of basement wall
insulation vary depending on the local
climate, type of heating system, cost of
energy, and lifestyle of the occupant.
Typical annual savings are provided in the
table for a standard, 1,500 square-foot
home with a conditioned basement that is
heated by natural gas ($0.72/therm).

052$ 092$

seitiC.S.U *01-R **02-R

YN,olaffuB 053$ 093$

OC,revneD 013$ 063$

NM,silopaenniM 004$ 054$

AW,elttaeS 082$ 023$

OM,siuoL.St

CDn,otgnihsaW 052$ 082$

.noitalusnimaofroiretxefosehcni3ot2sahcuS*

.smrofetercnocdetalusnitsomhtiwsahcuS**

DAYLIGHT BASEMENT

BASEMENT
INSULATION



W A T E R - M A N A G E D  F O U N D A T I O N  S Y S T E M

Most basement water leakage is due to either bulk moisture
leaks or capillary action. Bulk moisture is the flow of water
through holes, cracks, and other discontinuities into the
home’s basement walls. Capillary action occurs when water
wicks into the cracks and pores of porous building materials,
such as masonry block, concrete, or wood. These tiny cracks
and pores can absorb water in any direction–even upward.

The best approaches for preventing these problems will
depend on the local climate and style of construction, but the
following general rules apply to most basement designs.

1. Keep all untreated wood materials away from earth contact.

2. Provide drainage, such as gutters, to conduct rainwater away
from the house.

3. Slope the earth away from all sides of the house for at least
5 feet at a minimum 5% grade (3 inches in 5 feet). Establish
drainage swales to direct rainwater around the house.

4. Add a sill gasket to provide air sealing.

5. Install a protective membrane, such as caulked metal flashing
or EPDM-type membrane, to serve as a capillary break that
reduces wicking of water up from the masonry foundation
wall. This membrane can also serve as a termite shield on top
of the insulation board.

6. Dampproof all below-grade portions of the foundation wall
and footing to prevent the wall from absorbing ground
moisture by capillary action.

7. Place a continuous drainage plane over the dampproofing or
exterior insulation to channel water to the foundation drain
and relieve hydrostatic pressure. Drainage plane materials
include special drainage matts, high-density fiberglass
insulation products, and washed gravel. All drainage planes
should be protected with a filter fabric to prevent dirt from
clogging the intentional gaps in the drainage material.

8. Install a foundation drain directly below the drainage plane
and beside the footing, not on top of the footing. This
prevents water from flowing against the seam between the
footing and the foundation wall. Surround a perforated 4-inch
plastic drainpipe with gravel and wrap both with filter fabric.

9. Underneath the basement’s slab floor, install a capillary break
and vapor retarder, consisting of a layer of 6- to 10-mil
polyethylene over at least 4 inches of gravel.

MOISTURE FLOW IN BASEMENTS
Water forces attack a basement foundation at several
points. It is key to deter water at these entry points to
preserve the integrity of the dwelling and enhance the
living environment.
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BASEMENT INSULATION



WATER-MANAGED BASEMENT WALL AND FOUNDATION

BASEMENT INSULATION

B A S E M E N T  I N S U L A T I O N  P L A C E M E N T

In most cases, a basement should be considered a conditioned
space with insulation installed in the exterior basement walls.
Even in a house with an unconditioned basement, the base-
ment is more connected to the other living spaces of the home
than to the outside. This makes basement wall insulation
preferable to insulating the basement ceiling.

Advantages of basement wall insulation include:

• Basement spaces, whether conditioned or not, are warmer and
more comfortable.

• Compared to insulating the basement ceiling, insulating
basement walls:

— requires less insulation (1,350 square feet of wall
insulation for a 36- by 48-foot basement with 8-foot walls,
compared with 1,725 square feet of basement ceiling
insulation),

— more easily achieves continuous thermal and air leakage
boundaries because basement ceilings are typically
penetrated with electrical wiring, plumbing, and ductwork,

— requires little, if any increase in the size of heating and
cooling equipment–the heat loss and air leakage through
the basement ceiling is similar to that through the exterior
walls of the basement.

• Piping and ductwork are located within the conditioned
volume of the house so they do not require insulation for
energy efficiency or protection against freezing.

Stud wall with batt
insulation

Drywall

1x2 furring strips 
with 2 layers of foam
insulation

INTERIOR BASEMENT WALL INSULATION STRATEGIES

Disadvantages of basement wall insulation include:

• Costs may exceed those for insulating the basement ceiling,
depending on the materials and approach selected.

• If the surrounding soil contains radon gas, the home will
require a mitigation system underneath the basement floor.

• In termite-prone areas, exterior foam insulation in ground contact
allows a path for termites to access the walls of the home unde-
tected. Check with local code officials to determine acceptance
of exterior foam application. Some installations will require
non-invasive termite detection systems, such as termite baits.
One of the nation’s leading foam insulation manufacturers has
released a rigid foam with borate insect repellent.

R-VALUES RECOMMENDED FOR BASEMENT INSULATION
The International Energy Conservation Code’s basement wall
insulation requirements, based on Heating Degree Days (HDD),
are as follows:

HDD Zone R-value R-value
Interior Exterior

1 (0-1,500) none none

2 (1,501-4,500) R-5 to R-9 R-5 to R-10

3 (4,501-8,500) R-9 to R-10 R-10

4 (8,501-9,000) R-10 to R-19 R-10 to R-15

5 (> 9,000) R-19 R-15

1

2

3

4
5

HDD=HEATING DEGREE DAYS

Consult your local weather bureau for your city’s actual
Heating Degree Days, a measurement commonly used to
determine fuel consumption and/or the cost of heating
during a heating season.
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T e c h n o l o g y F a c t S h e e t

INTRODUCTION

The primary foundations in the United States
are slab-on-grade, crawlspace, and basement.
Basements can be a good choice for sites that
slope steeply and in climates having cold
winters with deep frost penetration. Although
deeper excavation is required for structural
reasons, the additional cost can result in a
comfortable and habitable space.

Basements are notorious for problems with
water intrusion, cold temperatures, humidity,
mold, and uncomfortable, if not unhealthy,
living conditions. A properly sealed, insulated,
and moisture-protected basement will increase
comfort, save on energy costs, improve
durability, and reduce entry of moisture, soil
gases, and other potential irritants or
pollutants into the home.

However, basement walls are one of the most
controversial areas of a home to insulate and
seal. Many builders, even in far northern
states, feel that insulating basement walls is

too expensive and does not provide a reason-
able payback. Also, builders of daylight or
walkout basements often only insulate the
framed section of the basement. Yet energy
codes typically require a thermal boundary
between the house and unconditioned
basement or between a conditioned basement
and the outside air and earth.

KEYS TO AN EFFECTIVE BASEMENT

Moisture control – using a water-managed
foundation system to drain rainwater and
groundwater away from foundations.

Airtight construction – sealing all air leaks
between the conditioned space and the
outside prior to insulation installation.

Complete insulation coverage – properly
installing the correct insulation levels, making
sure the insulation coverage is continuous and
complete, and aligning the insulation barrier
with the air barrier.

ANNUAL SAVINGS WITH BASEMENT WALL
INSULATION
The energy savings of basement wall
insulation vary depending on the local
climate, type of heating system, cost of
energy, and lifestyle of the occupant.
Typical annual savings are provided in the
table for a standard, 1,500 square-foot
home with a conditioned basement that is
heated by natural gas ($0.72/therm).
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For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building 
Association, Inc.
952-881-1098
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

U.S. Department of
Energy’s Oak Ridge
National Laboratory
Buildings Technology Center
865-574-2694
www.ornl.gov/ORNL/BTC

International Energy
Conservation Code
can be obtained from the
International Code Council by
calling 703-931-4533
www.intlcode.org

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or downloaded directly
from the Web at
www.eren.doe.gov/buildings/
codes_standards/buildings/.

BASEMENT INSULATION

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.
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BASEMENT INSULATION TECHNIQUES

Basement insulation levels should be selected
in accordance with the International Energy
Conservation Code or DOE Insulation Fact Sheet
(DOE/CE-0180), which can be obtained from
DOE or the web at www.ornl.gov/roofs+walls.
Be sure to insulate both the masonry and stud
walls of daylight basements.

Most products provide continuous
insulation on the interior and exterior. They
also provide surfaces for attaching drywall,
brick ties, and other finish materials. Many
new insulated concrete forms are treated
with termite-resistant chemicals. Insulate
rim joists.

R A D O N  C O N T R O L  I N  B A S E M E N T S

Radon is a radioactive gas that occurs in some
soils. It can enter a home through the founda-
tion and floor system. If it occurs in concen-
trations greater than 4 pico-curies per liter, it
may pose a health risk to the home occupants.

To guard against radon problems:

• Install a 4-inch or greater gravel base with a
continuous layer of 6-mil polyethylene on
top of the gravel.

• Embed a “T” fitting attached to a 3-inch or
larger diameter gas-tight pipe through the
polyethylene barrier into the sub-slab
aggregate before the slab is poured.

• Pour the slab and seal all slab joints and
penetrations.

• Extend the gas-tight pipe vertically through
an interior wall and terminate it at least 12
inches above the roof.

• Have an electrician stub-in a junction box in
the attic.

• After construction is complete, test the
basement for radon with an EPA-listed radon
test kit, or hire a qualified technician. If the
test shows concentrations above 4 pico-
curies per liter, install a small blower to the
pipe in the attic to depressurize the sub-slab
space. If use of the blower does not reduce
radon levels below 4 pico-curies per liter,
consult with local radon experts.

For more detailed instructions, visit the EPA
radon web site http://www.epa.gov/iaq/radon/.

There are three primary ways to insulate the
masonry portion of a basement wall:

1. Exterior insulation—1 to 3 inches are
recommended for most climate zones.
Extruded polystyrene (R-5 per inch) is
durable and moisture resistant. Expanded
polystyrene (R-4 per inch) is less expensive,
but it has a lower insulating value. High-
density, drainable, fiberglass insulation or
fiberous drainboard does not insulate as well
as foam but provides a drainage plane. Leave
a 6-inch gap between the insulation and
wood foundation elements to provide a
termite inspection area. Insulate rim joists.

2. Interior insulation—usually installed behind
interior framing or with furring strips placed
against the foundation wall (see figure on
page 3). Joints and penetrations through the
drywall must be well sealed to prevent
movement of moisture laden air into the
insulation and possible condensation.
Insulate rim joists.

3. Insulated Concrete Forms—comparatively
new products that are relatively easy to
install. Once the hollow foam blocks are
stacked, the cores are filled with concrete.

Frame section

Masonry above-grade

Masonry below-grade

DAYLIGHT BASEMENT

BASEMENT
INSULATION



CEILINGS AND ATTICS
Install Insulation and Provide Ventilation

BENEFITS OF CEILING INSULATION

Insulating ceilings is one of the most
cost-effective energy efficiency measures. In
addition to reducing heat loss in the winter and
heat gains in the summer, ceiling insulation
improves comfort by bringing ceiling tempera-
tures closer to room temperatures and provid-
ing an even temperature distribution through-
out the house.

When planning and managing ceiling insula-
tion projects, make sure

• Ceiling is properly sealed

• Correct insulation levels are selected

• Insulation is properly installed

• Insulation coverage is continuous and
complete

• Attic ventilation is maintained

Attic floors over flat ceilings are often the easiest
part of an exterior building envelope to insulate.
They are usually accessible and have ample
room for insulation. However, many homes use
cathedral ceilings or have attic knee walls that
present unique insulation requirements.

A T T I C  V E N T I L A T I O N

Most building codes require roof vents to expel
moisture that could cause insulation or other
building materials to deteriorate during winter.
In summer, ventilation may reduce roof tem-
peratures, thus lengthening a roof’s life.

However, researchers are investigating whether
attic ventilation is beneficial for all climates. For
years, researchers have believed the cooling
benefits of ventilating a well-insulated attic are
negligible. Some experts also question whether
ventilation effectively removes moisture. Until

the research results are available and accepted,
builders should follow local code requirements,
which usually dictate attic ventilation.

A combination of continuous ridge vent along
the peak of the roof and continuous soffit
vents at the eaves provides the most effective
ventilation. A rule of thumb is to use 1 sq. ft. of
net vent opening for every 150 sq. ft. of insu-
lated ceiling or 1:300 if the insulation has a
vapor barrier. Vent area should be divided
equally between the ridge and soffits.

Cap vents and gable vents can supplement a
roof design that has insufficient ridge vent
area. Turbine vents can also be used, although
they require annual maintenance. Electrically
powered roof ventilators are not recommended
because they consume more energy than they
save. Powered vents can also remove condi-
tioned air from a home through ceiling leaks
and bypasses, pull pollutants from the
crawlspace into a home, and cause exhaust
gases from fireplaces and combustion appli-
ances to enter a home.

OFFICE OF BUILDING TECHNOLOGY, STATE AND COMMUNITY PROGRAMS
ENERGY EFFICIENCY AND RENEWABLE ENERGY • U.S. DEPARTMENT OF ENERGY
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T e c h n o l o g y F a c t S h e e t

Soffit
vent

Ridge vent

ATTIC VENTILATION
Continuous ridge and soffit
vents form an effective attic
ventilation system.
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Rafter baffle

Soffit vent

Rafter baffle

Soffit vent

Soffit dam 
(batt or rigid foam board)

Additional or raised top plate

Sheathing

Band joist

Batt
insulation

Loose-fill
insulation

A raised top plate increases the height for insulation and ventilation at

the eaves.

This oversized truss shows loose-fill insulation that is blocked or dammed

at the eave with a soffit dam (a piece of fiberglass batt or rigid insulation).

A rafter baffle creates a channel for air flow.

ATTIC EAVES
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CEILING INSULATION R-VALUES
The 1995 Model Energy Code (MEC) and DOE Insulation
Fact Sheet provide recommended R-values for geographical
locations in the continental United States. The following
table provides some general guidance.

HDD Zone Ceiling R-value

1 (0-500) R-19

2 (501-3,000) R-30

3 (3,001-5,000) R-38

4 (5,001-6,000) R-38

5 (6,001-10,000) R-49

I N C R E A S I N G  T H E  R O O F  H E I G H T  A T  T H E  E A V E

One problem area in many roof designs occurs at the eave,
where there is often insufficient space for full insulation with-
out blocking air flow from the soffit vents. Often the insula-
tion is compressed to fit the space, diminishing its R-value.

For a truss roof, consider raised heel or oversized (cantile-
vered) trusses that form elevated overhangs in combination
with rafter baffles and soffit dams. These should provide clear-
ance for both ventilation and full-height insulation. Use of 2- to
2½-foot overhangs also provides more room for insulation at
the wall junction and additional window shading.

In stick-built roofs, where rafters and ceiling joists are cut and
installed on the construction site, laying an additional top
plate across the top of the ceiling joists at the eave will raise
the roof height, prevent compression of the attic insulation,
and permit ventilation. When installing a raised top plate,
place a band joist at the open joist cavities of the roof fram-
ing. The band joist helps prevent windwashing of the attic
insulation—where air entering the soffit vents flows through
the attic insulation—which can reduce attic insulation
R-values on extremely cold days or add moisture to the
insulation. The band joist also serves as a soffit dam for the
insulation.



ATTIC ACCESS
When the attic access is
located in the conditioned
space of the house, build an
insulated attic access cover to
provide continuous ceiling
insulation coverage and use
blocking to prevent full-
height, loose-fill insulation
from falling through the
access.

CEILINGS AND ATTICS

A T T I C  I N S U L A T I O N  T E C H N I Q U E S

Loose-fill or batt insulation is typically installed in an attic.
Although installation costs may vary, blowing loose-fill attic
insulation—fiberglass, rock wool, or cellulose—is usually less
expensive than installing batts and provides better coverage.

STEPS FOR INSTALLING LOOSE-FILL AND BATT INSULATION

1. Seal all attic-to-home air leaks, especially chases, dropped
ceilings, wiring and plumbing penetrations, light fixtures,
and bathroom fans. Most insulation does not stop air flow.

2. Install blocking (metal flashing) to maintain clearance require-
ments (usually 3 inches) for heat-producing equipment found
in an attic, such as flues, chimneys, and exhaust fans.

3. Use only IC-rated recessed lights because they are airtight and
can be covered with insulation.

4. Select insulation levels in accordance with the 1995 MEC or
the DOE Insulation Fact Sheet. The Insulation Fact Sheet
(DOE/CE-0180) can be ordered from the Energy Efficiency
and Renewable Energy Clearinghouse or accessed from the
Internet at www.ornl.gov/roofs+walls.

5. Locate the attic access in an unconditioned part of the
house if possible. Otherwise, weatherstrip the attic access
and insulate it by attaching insulation to the cover or by in-
stalling an insulated cover box.

6. If mechanical equipment or storage areas are located in the
attic, elevate the attic decking to allow full-height insulation
to be installed.

ADDITIONAL STEPS FOR INSTALLING LOOSE-FILL INSULATION

1. Prior to hanging ceiling drywall, install rafter baffles to pre-
serve ventilation from soffit vents and use insulation dams

at the soffit, porch, garage, and attic access to prevent the
insulation from spilling.

2. Follow the manufacturer’s specifications (number of bags
per square feet) to obtain complete coverage of the blown
insulation at consistent depths and to avoid fluffing the in-
sulation.

3. As required by the 1995 MEC, make sure the installer:

• Provides attic rulers to show proper blown depth (facing
the attic entrance, one ruler for every 300 sq. ft.)

• Provides an accurate attic “report card” showing that
sufficient density was installed

ADDITIONAL STEPS FOR INSTALLING BATT INSULATION

1. Cover the top of the ceiling joists or the bottom cord of the
truss with insulation.

2. Obtain complete coverage of full-thickness, non-com-
pressed insulation. Make certain batts completely fill the
joist cavities. Shake batts to ensure proper loft. If joist spac-
ing is uneven, patch gaps in the insulation with scrap
pieces. Do not compress the insulation with wiring, plumb-
ing or ductwork (cut slits in the insulation if necessary).

E N E R G Y -E F F I C I E N T  C A T H E D R A L C E I L I N G S

Cathedral ceilings must provide space between the roof deck and
ceiling for adequate insulation and ventilation. For most areas of the
U.S., the 1995 MEC recommends R-25 to R-38 insulation in a
cathedral ceiling. This can be achieved through the use of truss
joists, scissor truss framing, or sufficiently large rafters. For example,
cathedral ceilings built with 2x12 rafters have space for standard
10-inch, R-30 batts and ventilation.

Hatch lid pushes up and 
out of the way for access

Air seal
gasket

Scuttle hole cover

Insulation dams 
prevent loose-fill 
insulation from 
falling through 
access
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For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ORNL/BTC

The Model Energy Code
can be obtained from the
International Code Council by
calling 703-931-4533

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or downloaded directly
from the Web at
www.energycodes.org/
resid/resid.htm.

CEILINGS AND ATTICS

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

Foil-faced batt insulation is often used in
cathedral ceilings because it has a 0.5 perm
rating and provides the permeability often
required for use in ceilings without attic
spaces. A vent baffle should be installed be-
tween the insulation and roof decking to ensure
that the ventilation channel is maintained.

If roof framing provides insufficient space for
required insulation, higher insulation values can
be obtained by either attaching furring strips to
the underside of the rafters (that permit addi-
tional insulation to be installed), using
high-density batts (high-density R-30 batts are
about the same thickness as R-25 batts and fit
into 2x10 framing), or adding rigid foam insula-
tion under the rafters. Rigid foam insulation
offers a resistance to thermal bridging through
wood rafters. Rigid foam insulation must be
covered with a fire-rated material when used on
the interior of a building. Half-inch drywall
usually complies, but check with local building
codes for confirmation.

K N E E  W A L L S

Knee walls are vertical walls with attic space
directly behind them. They are often found in
houses with finished attics and dormer win-
dows, such as in story-and-a-half designs.

One approach to constructing an energy-effi-
cient knee wall is to first air seal the knee wall
using conventional techniques (i.e., seal the

bottom plate, seal penetrations through the
drywall, etc.). The open joist ends below the
knee wall should be plugged with squares of
cardboard, metal flashing, or rigid insulation;
cellulose insulation blown at a high density; or
batt insulation stuffed into plastic bags. The
plugs should be sealed to the joists using
caulk or spray foam.

The knee wall and attic floor in the attic space
behind it should be insulated to recommended
levels. The same techniques for achieving
higher insulation levels in cathedral ceilings
can be applied to knee walls. Twine is often
used to hold the batt insulation in place. The
technique of adding rigid foam insulation over
the framing is particularly effective. Rigid insu-
lation can be notched to fit over the floor joists.
Sealing rigid insulation to floor joists effec-
tively blocks open floor joists.

A better approach is to insulate and air seal the
rafter space along the sloping ceiling of the knee
wall attic space. The rafters should receive rec-
ommended insulation levels. They should be
covered with a sealed air barrier, such as drywall
or foil-faced hardboard. The barrier must be
caulked to the top plate of the exterior wall
below the attic space and to the top plate of the
knee wall itself. All other cracks and holes must
be sealed as well. One advantage of this tech-
nique is that any ductwork located in this space
is now inside the conditioned space.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.
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ATTIC KNEE WALL DESIGN
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Buildings for
the 21st Century

Buildings that are more

energy efficient, comfortable,

and affordable… that’s the

goal of DOE’s Office of Building

Technology, State and

Community Programs (BTS).

To accelerate the development

and wide application of energy

efficiency measures, BTS:

• Conducts R&D on technologies

and concepts for energy effi-

ciency, working closely with

the building industry and with

manufacturers of materials,

equipment, and appliances

• Promotes energy/money

saving opportunities to both

builders and buyers of homes

and commercial buildings

• Works with state and local

regulatory groups to improve

building codes, appliance

standards, and guidelines for

efficient energy use

• Provides support and grants

to states and communities

for deployment of energy-

efficient technologies and

practices

CRAWLSPACE
INSULATION

Improve comfort and increase durability in the home

WATER-MANAGED CRAWLSPACE
FOUNDATION

E F F E C T I V E  C R A W L S P A C E  I N S U L A T I O N

A properly sealed, moisture-protected, and
insulated crawlspace will increase comfort,
save on energy costs, improve the durability of
the home, and reduce entry of moisture, radon,
and other potential irritants or pollutants into
the home. Whichever design is followed, the
keys to an effective crawlspace are:

Moisture control – using a water-managed
foundation system to drain rainwater and
groundwater away from foundations.

Airtight construction – sealing all air leaks
between the conditioned space and the outside
prior to insulation installation.

Complete insulation coverage – properly
installing the correct insulation levels and
making sure the insulation coverage is
continuous and complete.

WATER-MANAGED FOUNDATION SYSTEM

A crawlspace is susceptible to moisture and
deterioration problems because of contact with
the earth. The best approaches for preventing
these problems will depend on the local climate
and style of construction, but the following
general rules apply to most crawlspace designs.

1. Keep all untreated wood materials away from
the earth.

2. Provide rain drainage, such as gutters, to
conduct rainwater away from the house.

3. Slope the earth away from the house for at
least 5 feet at a minimum 5% grade (3 inches
in 5 feet). Establish drainage swales to direct
rainwater around the house.

4. Add a sill gasket to provide air sealing.

T e c h n o l o g y F a c t S h e e t
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5. Install a protective membrane, such as an
EPDM-type membrane, to serve as a capillary
break that reduces wicking of water from the
masonry wall. This membrane, in addition to
metal flashing, can serve as a termite shield.

6. Dampproof the below-grade portion of the
foundation wall to prevent the wall from
absorbing ground moisture by capillary action.

7. Install drainage plane material or gravel
against the foundation wall to relieve
hydrostatic pressure and channel water to
the foundation drain.

8. Provide a foundation drainage system at the
bottom of the footing, not on top, when the
foundation floor (interior grade) is below the
exterior grade. Surround a perforated 4-inch drain
pipe with gravel and cover them with filter fabric.

9. Install 6-mil polyethylene across the
crawlspace floor to prevent soil moisture from
migrating into the crawlspace. Overlap and
tape all seams by 12 inches, and seal the
polyethylene 6 inches up the crawlspace walls.

For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

U.S. Department of
Energy’s Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ORNL/BTC

The International Energy
Conservation Code
can be obtained from the
International Code Council
by calling 703-931-4533,
www.intlcode.org

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or downloaded directly
from the Web at:
www.energycodes.org/
resid/resid.htm.

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.
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A R E  C R A W L S P A C E  V E N T S  N E C E S S A R Y ?

Most building codes require crawlspace vents
to aid in removing moisture from the
crawlspace. However, many building
professionals are now recognizing that an
unvented crawlspace (or closing crawlspace
vents after the crawlspace has had time to dry
out after construction) is the best option in
homes using proper moisture control and
exterior drainage techniques for two reasons.

First, ventilation in the winter is undesirable in
order to keep crawlspaces warmer. Second,
warm, moist outdoor air brought into the
crawlspace through foundation vents in the
summer is often unable to dehumidify a
crawlspace and, in fact, can lead to increased
moisture levels in the crawlspace.

For example, a crawlspace kept cool by the
ground in the summer may have a temperature
of 65°F and 90% relative humidity (RH)—the
dew point temperature of the air is 62°F. The
dew point of outdoor air at 90°F and 60% RH is
about 74°F. Thus, outdoor air brought into the
crawlspace will actually increase the moisture
level until water condenses out on cool
crawlspace surfaces such as floor joists,
foundation walls, and air-conditioning ducts.
As framing stays moist, mold grows and dry
rot develops.

CRAWLSPACE INSULATION

B U I L D  I N  R A D O N  R E S I S T A N C E

Radon is a radioactive gas that occurs in some
soils. It can enter a home through the foundation
and floor system. If it occurs in significant
concentrations (greater that 4 pico-curies per
liter), it may pose a severe health risk to the home
occupants. To guard against radon problems:

• Install a sealed, continuous layer of 6-mil
polyethylene over the crawlspace floor.

• Install a plastic tee below the polyethylene
that protrudes through the polyethylene.

• Install a vertical 3-inch plastic pipe from the
foundation to the roof through an interior wall.

• Connect the tee to the vertical 3-inch plastic
pipe for passive mitigation.

• Have an electrician stub-in a junction box in
the attic.

• Test the bottom conditioned room for radon
with an EPA-listed radon test kit, or hire a
qualified technician. If the house has a high
radon concentration, install an active radon
mitigation system by attaching a small
blower to the plastic pipe in the attic to expel
the gases to the outside.

• If radon levels are especially high (over 25 pico-
curies per liter), consult with local radon experts.

Electrical 
junction box

Plastic 
vent stack

Sealed
polyethylene 

Perforated "T" fitting

Optional blower
(if required)

RADON RESISTANT
CONSTRUCTION

90˚ 100˚
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80%
RH

60%
RH

40%
RH

80˚70˚
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60˚50˚
Degrees Fahrenheit
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Metal staves
support insulation –
engineered I-beams 
require a longer stave

C R A W L S P A C E  W A L L  I N S U L A T I O N  T E C H N I Q U E S

For years, standard building practice was to insulate underneath
the floor over a ventilated, unconditioned crawlspace. A better
approach is to build a well sealed, unventilated crawlspace (i.e.,
build the crawlspace like a basement) by sealing and insulating
the foundation walls rather than the subfloor.

Advantages to insulating the crawlspace walls are:

• Problems associated with ventilating the crawlspace are
avoided.

• Less insulation is required (around 400 square feet for a
1,000-square-foot crawlspace with 3-foot walls).

• Piping and ductwork are within the conditioned volume of the
house so they do not require insulation for energy efficiency
or protection against freezing.

• Air sealing between the house and crawlspace is less critical.

Disadvantages to insulating the crawlspace walls are:

• The insulation may be damaged by rodents, pests, or water.

• A radon mitigation system will require ventilation of the
crawlspace to the exterior. Not planning for radon-resistant
construction may necessitate air sealing the floor in order to
mitigate the radon through ventilation.

• The crawlspace must be built airtight and the air barrier must
be maintained.

• The access door to the crawlspace must be located inside the
home through the subfloor unless an airtight, insulated ac-
cess door in the perimeter wall is built and maintained.

S T E P S  F O R  I N S T A L L I N G  C R A W L S P A C E  W A L L
I N S U L A T I O N

1. Review plans for this method of foundation insulation with pest
control and local building officials to ensure code compliance.

2. Eliminate or seal the foundation vents.

3. Ensure that combustion furnaces and water heaters located in
the crawlspace are sealed-combustion units equipped with a
powered combustion system.

4. Seal all air leaks through the exterior wall during and after
construction, including the band joist.

INSULATED CRAWL SPACE WALLS—3 OPTIONS
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Sill gasket

Perforated drainage pipe is embedded in gravel, 
covered with filter fabric, and located at lower perimeter 
of foundation footing to provide drainage.

6-mil poly 
vapor diffusion 
retarder

Rigid insulation 
(fire-rated) with 
joints taped or 
sealed
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covers top course of 
block and provides 
termite resistance

Protective membrane 
covers exterior rigid 
insulation and folds 
over top course of 
foundation block

Protective 
membrane overlaps 
and extends down 
insulation to provide 
capillary break

Unfaced insulation 
in band joist
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covered with filter fabric, and located at lower perimeter 
of foundation footing to provide drainage.
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insulation
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Protective membrane 
covers top course of 
block and provides 
termite resistance

Protective membrane 
overlaps and extends 
down underneath 
insulation to footing 

Unfaced insulation 
in band joist

Sill gasket

Option 1
Exterior foam 
insulation

Option 2
Interior foam 
insulation

Option 3
Interior batt
insulation

joist being insulated and slit to fit around wiring and plumbing.
Insulate the band joist area between air ducts and the floor as
space permits. Use insulation hangers (wire staves) spaced every
12-18 inches to hold the floor insulation in place without com-
pressing the insulation more than 1 inch.

5. The orientation of the vapor barrier depends on the home’s
location. In most of the country, the vapor barrier should face
upward. However, in certain regions of the Gulf states and
other areas with mild winters and hot summers, it should face
downward.

6. Insulate all ductwork in the crawlspace.

7. Insulate all hot and cold water lines in the crawlspace unless
they are located within the insulation.

8. Close crawlspace vents after making sure the crawlspace is dry
and all construction materials have dried out.

CRAWLSPACE INSULATION

UNDERFLOOR INSULATION
5. Locate the crawlspace access inside the home or install an access

through the perimeter that will remain airtight after repeated use.

6. Select insulation levels in accordance with the International
Energy Conservation Code or the DOE Insulation Fact Sheet.
The Insulation Fact Sheet (DOE/CE-0180) can be ordered from
the Energy Efficiency and Renewable Energy Clearinghouse or
accessed from the Internet at www.ornl.gov/roofs+walls.

7. Install rigid or batt insulation using one of three options
(exterior foam, interior foam, or interior batt) to achieve com-
plete insulation coverage. Insulate the band joist with batt in-
sulation, and the crawlspace access if it is located in the wall.
Install a continuous termite shield between the band joist and
masonry foundation wall that covers the wall insulation and
extends completely outside, or leave a 2- to 4-inch insulation
gap at the top for termite inspection.

8. Install a supply outlet in the crawlspace, relying on the
leakiness of the floor to provide the return air path.

S T E P S  F O R  I N S T A L L I N G  U N D E R F L O O R
I N S U L A T I O N

1. During the early phases of construction, meet with the
mechanical subcontractors (plumbing, electrical, and heating/
cooling) to inform them of the importance of keeping the
space between floor joists as clear as possible. Run drain
lines, electrical wiring, and ductwork below the bottom of the
insulation so that a continuous layer of insulation can be
installed. For protection against freezing, supply plumbing
may be located within the insulation. The best approach is to
run supply plumbing together in a few joist spaces. The
insulation can be split and run around the piping.

2. Seal all air leaks between the conditioned area of the home
and the crawlspace. High-priority leaks include holes around
bathtub drains and other drain lines, plenums for ductwork,
and penetrations for electrical wiring, plumbing, and ductwork
(including duct boot connections at the floor).

3. Select insulation levels in accordance with the International
Energy Conservation Code or the DOE Insulation Fact Sheet.

4. Insulation batts with an attached vapor barrier are usually used to
insulate framed floors. Obtain insulation with the proper width for
the joist spacing of the floor being insulated. Complete coverage
is essential – leave no insulation voids. The batts should be
installed flush against the subfloor to eliminate any gaps that may
serve as passageways for cold air to flow between the insulation
and the subfloor. The batts should be cut to the full length of the

INSULATING TRUSS FLOOR SYSTEMS
Instead of batt insulation, a better approach is to
install netting or rigid insulation to the underside
of the floor trusses and filling the space created
between the netting or insulation and subfloor
with a loose-fill insulation.
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Loose-fill insulation fills gaps 
between trusses and is 
contained by landscape cloth 
attached to truss members



Metal staves
support insulation –
engineered I-beams 
require a longer stave

C R A W L S P A C E  W A L L  I N S U L A T I O N  T E C H N I Q U E S

For years, standard building practice was to insulate underneath
the floor over a ventilated, unconditioned crawlspace. A better
approach is to build a well sealed, unventilated crawlspace (i.e.,
build the crawlspace like a basement) by sealing and insulating
the foundation walls rather than the subfloor.

Advantages to insulating the crawlspace walls are:

• Problems associated with ventilating the crawlspace are
avoided.

• Less insulation is required (around 400 square feet for a
1,000-square-foot crawlspace with 3-foot walls).

• Piping and ductwork are within the conditioned volume of the
house so they do not require insulation for energy efficiency
or protection against freezing.

• Air sealing between the house and crawlspace is less critical.

Disadvantages to insulating the crawlspace walls are:

• The insulation may be damaged by rodents, pests, or water.

• A radon mitigation system will require ventilation of the
crawlspace to the exterior. Not planning for radon-resistant
construction may necessitate air sealing the floor in order to
mitigate the radon through ventilation.

• The crawlspace must be built airtight and the air barrier must
be maintained.

• The access door to the crawlspace must be located inside the
home through the subfloor unless an airtight, insulated ac-
cess door in the perimeter wall is built and maintained.

S T E P S  F O R  I N S T A L L I N G  C R A W L S P A C E  W A L L
I N S U L A T I O N

1. Review plans for this method of foundation insulation with pest
control and local building officials to ensure code compliance.

2. Eliminate or seal the foundation vents.

3. Ensure that combustion furnaces and water heaters located in
the crawlspace are sealed-combustion units equipped with a
powered combustion system.

4. Seal all air leaks through the exterior wall during and after
construction, including the band joist.

INSULATED CRAWL SPACE WALLS— 3 OPTIONS
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Sill gasket

Perforated drainage pipe is embedded in gravel, 
covered with filter fabric, and located at lower perimeter 
of foundation footing to provide drainage.

6-mil poly 
vapor diffusion 
retarder

Rigid insulation 
(fire-rated) with 
joints taped or 
sealed
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covers top course of 
block and provides 
termite resistance

Protective membrane 
covers exterior rigid 
insulation and folds 
over top course of 
foundation block

Protective 
membrane overlaps 
and extends down 
insulation to provide 
capillary break

Unfaced insulation 
in band joist
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Perforated drainage pipe is embedded in gravel, 
covered with filter fabric, and located at lower perimeter 
of foundation footing to provide drainage.

6-mil poly 
vapor diffusion 
retarder

R-11 to R-19 batt 
insulation
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Protective membrane 
covers top course of 
block and provides 
termite resistance

Protective membrane 
overlaps and extends 
down underneath 
insulation to footing 

Unfaced insulation 
in band joist

Sill gasket

Option 1
Exterior foam 
insulation

Option 2
Interior foam 
insulation

Option 3
Interior batt
insulation

joist being insulated and slit to fit around wiring and plumbing.
Insulate the band joist area between air ducts and the floor as
space permits. Use insulation hangers (wire staves) spaced every
12-18 inches to hold the floor insulation in place without com-
pressing the insulation more than 1 inch.

5. The orientation of the vapor barrier depends on the home’s
location. In most of the country, the vapor barrier should face
upward. However, in certain regions of the Gulf states and
other areas with mild winters and hot summers, it should face
downward.

6. Insulate all ductwork in the crawlspace.

7. Insulate all hot and cold water lines in the crawlspace unless
they are located within the insulation.

8. Close crawlspace vents after making sure the crawlspace is dry
and all construction materials have dried out.

CRAWLSPACE INSULATION

UNDERFLOOR INSULATION
5. Locate the crawlspace access inside the home or install an access

through the perimeter that will remain airtight after repeated use.

6. Select insulation levels in accordance with the International
Energy Conservation Code or the DOE Insulation Fact Sheet.
The Insulation Fact Sheet (DOE/CE-0180) can be ordered from
the Energy Efficiency and Renewable Energy Clearinghouse or
accessed from the Internet at www.ornl.gov/roofs+walls.

7. Install rigid or batt insulation using one of three options
(exterior foam, interior foam, or interior batt) to achieve com-
plete insulation coverage. Insulate the band joist with batt in-
sulation, and the crawlspace access if it is located in the wall.
Install a continuous termite shield between the band joist and
masonry foundation wall that covers the wall insulation and
extends completely outside, or leave a 2- to 4-inch insulation
gap at the top for termite inspection.

8. Install a supply outlet in the crawlspace, relying on the
leakiness of the floor to provide the return air path.

S T E P S  F O R  I N S T A L L I N G  U N D E R F L O O R
I N S U L A T I O N

1. During the early phases of construction, meet with the
mechanical subcontractors (plumbing, electrical, and heating/
cooling) to inform them of the importance of keeping the
space between floor joists as clear as possible. Run drain
lines, electrical wiring, and ductwork below the bottom of the
insulation so that a continuous layer of insulation can be
installed. For protection against freezing, supply plumbing
may be located within the insulation. The best approach is to
run supply plumbing together in a few joist spaces. The
insulation can be split and run around the piping.

2. Seal all air leaks between the conditioned area of the home
and the crawlspace. High-priority leaks include holes around
bathtub drains and other drain lines, plenums for ductwork,
and penetrations for electrical wiring, plumbing, and ductwork
(including duct boot connections at the floor).

3. Select insulation levels in accordance with the International
Energy Conservation Code or the DOE Insulation Fact Sheet.

4. Insulation batts with an attached vapor barrier are usually used to
insulate framed floors. Obtain insulation with the proper width for
the joist spacing of the floor being insulated. Complete coverage
is essential –  leave no insulation voids. The batts should be
installed flush against the subfloor to eliminate any gaps that may
serve as passageways for cold air to flow between the insulation
and the subfloor. The batts should be cut to the full length of the

INSULATING TRUSS FLOOR SYSTEMS
Instead of batt insulation, a better approach is to
install netting or rigid insulation to the underside
of the floor trusses and filling the space created
between the netting or insulation and subfloor
with a loose-fill insulation.
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Buildings for
the 21st Century

Buildings that are more

energy efficient, comfortable,

and affordable… that’s the

goal of DOE’s Office of Building

Technology, State and

Community Programs (BTS).

To accelerate the development

and wide application of energy

efficiency measures, BTS:

• Conducts R&D on technologies

and concepts for energy effi-

ciency, working closely with

the building industry and with

manufacturers of materials,

equipment, and appliances

• Promotes energy/money

saving opportunities to both

builders and buyers of homes

and commercial buildings

• Works with state and local

regulatory groups to improve

building codes, appliance

standards, and guidelines for

efficient energy use

• Provides support and grants

to states and communities

for deployment of energy-

efficient technologies and

practices

CRAWLSPACE
INSULATION

Improve comfort and increase durability in the home

WATER-MANAGED CRAWLSPACE
FOUNDATION

E F F E C T I V E  C R A W L S P A C E  I N S U L A T I O N

A properly sealed, moisture-protected, and
insulated crawlspace will increase comfort,
save on energy costs, improve the durability of
the home, and reduce entry of moisture, radon,
and other potential irritants or pollutants into
the home. Whichever design is followed, the
keys to an effective crawlspace are:

Moisture control – using a water-managed
foundation system to drain rainwater and
groundwater away from foundations.

Airtight construction – sealing all air leaks
between the conditioned space and the outside
prior to insulation installation.

Complete insulation coverage – properly
installing the correct insulation levels and
making sure the insulation coverage is
continuous and complete.

WATER-MANAGED FOUNDATION SYSTEM

A crawlspace is susceptible to moisture and
deterioration problems because of contact with
the earth. The best approaches for preventing
these problems will depend on the local climate
and style of construction, but the following
general rules apply to most crawlspace designs.

1. Keep all untreated wood materials away from
the earth.

2. Provide rain drainage, such as gutters, to
conduct rainwater away from the house.

3. Slope the earth away from the house for at
least 5 feet at a minimum 5% grade (3 inches
in 5 feet). Establish drainage swales to direct
rainwater around the house.

4. Add a sill gasket to provide air sealing.

T e c h n o l o g y F a c t S h e e t

OFFICE OF BUILDING TECHNOLOGY, STATE AND COMMUNITY PROGRAMS
ENERGY EFFICIENCY AND RENEWABLE ENERGY • U.S. DEPARTMENT OF ENERGY

5. Install a protective membrane, such as an
EPDM-type membrane, to serve as a capillary
break that reduces wicking of water from the
masonry wall. This membrane, in addition to
metal flashing, can serve as a termite shield.

6. Dampproof the below-grade portion of the
foundation wall to prevent the wall from
absorbing ground moisture by capillary action.

7. Install drainage plane material or gravel
against the foundation wall to relieve
hydrostatic pressure and channel water to
the foundation drain.

8. Provide a foundation drainage system at the
bottom of the footing, not on top, when the
foundation floor (interior grade) is below the
exterior grade. Surround a perforated 4-inch drain
pipe with gravel and cover them with filter fabric.

9. Install 6-mil polyethylene across the
crawlspace floor to prevent soil moisture from
migrating into the crawlspace. Overlap and
tape all seams by 12 inches, and seal the
polyethylene 6 inches up the crawlspace walls.

For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

U.S. Department of
Energy’s Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ORNL/BTC

The International Energy
Conservation Code
can be obtained from the
International Code Council
by calling 703-931-4533,
www.intlcode.org

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or downloaded directly
from the Web at:
www.energycodes.org/
resid/resid.htm.

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.

December 2000 DOE/GO2000-0774

A R E  C R A W L S P A C E  V E N T S  N E C E S S A R Y ?

Most building codes require crawlspace vents
to aid in removing moisture from the
crawlspace. However, many building
professionals are now recognizing that an
unvented crawlspace (or closing crawlspace
vents after the crawlspace has had time to dry
out after construction) is the best option in
homes using proper moisture control and
exterior drainage techniques for two reasons.

First, ventilation in the winter is undesirable in
order to keep crawlspaces warmer. Second,
warm, moist outdoor air brought into the
crawlspace through foundation vents in the
summer is often unable to dehumidify a
crawlspace and, in fact, can lead to increased
moisture levels in the crawlspace.

For example, a crawlspace kept cool by the
ground in the summer may have a temperature
of 65°F and 90% relative humidity (RH)—the
dew point temperature of the air is 62°F. The
dew point of outdoor air at 90°F and 60% RH is
about 74°F. Thus, outdoor air brought into the
crawlspace will actually increase the moisture
level until water condenses out on cool
crawlspace surfaces such as floor joists,
foundation walls, and air-conditioning ducts.
As framing stays moist, mold grows and dry
rot develops.

CRAWLSPACE INSULATION

B U I L D  I N  R A D O N  R E S I S T A N C E

Radon is a radioactive gas that occurs in some
soils. It can enter a home through the foundation
and floor system. If it occurs in significant
concentrations (greater that 4 pico-curies per
liter), it may pose a severe health risk to the home
occupants. To guard against radon problems:

• Install a sealed, continuous layer of 6-mil
polyethylene over the crawlspace floor.

• Install a plastic tee below the polyethylene
that protrudes through the polyethylene.

• Install a vertical 3-inch plastic pipe from the
foundation to the roof through an interior wall.

• Connect the tee to the vertical 3-inch plastic
pipe for passive mitigation.

• Have an electrician stub-in a junction box in
the attic.

• Test the bottom conditioned room for radon
with an EPA-listed radon test kit, or hire a
qualified technician. If the house has a high
radon concentration, install an active radon
mitigation system by attaching a small
blower to the plastic pipe in the attic to expel
the gases to the outside.

• If radon levels are especially high (over 25 pico-
curies per liter), consult with local radon experts.

Electrical 
junction box

Plastic 
vent stack

Sealed
polyethylene 

Perforated "T" fitting

Optional blower
(if required)

RADON RESISTANT
CONSTRUCTION
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SLAB INSULATION
Improve comfort and save energy

in homes with slab-on-grade floors

OFFICE OF BUILDING TECHNOLOGY, STATE AND COMMUNITY PROGRAMS
ENERGY EFFICIENCY AND RENEWABLE ENERGY • U.S. DEPARTMENT OF ENERGY

Buildings for
the 21st Century

Buildings that are more

energy efficient, comfortable,

and affordable…that’s the

goal of DOE’s Office of Building

Technology, State and

Community Programs (BTS).

To accelerate the development

and wide application of energy

efficiency measures, BTS:

• Conducts R&D on technologies

and concepts for energy effi-

ciency, working closely with

the building industry and with

manufacturers of materials,

equipment, and appliances

• Promotes energy/money

saving opportunities to both

builders and buyers of homes

and commercial buildings

• Works with state and local

regulatory groups to improve

building codes, appliance stan-

dards, and guidelines for effi-

cient energy use

• Provides support and grants

to states and communities

for deployment of energy-

efficient technologies and

practices

T e c h n o l o g y F a c t S h e e t

SLAB-ON-GRADE FLOORS PROVIDE AN
INEXPENSIVE AND VERSATILE FOUNDATION

Slab-on-grade floors are often the least expen-
sive foundation system and can expedite the
construction process.  The foundation consists
of a concrete slab poured over at least 4 inches
of gravel and a layer of 10-mil polyethylene.
Virtually any floor covering works well with a
slab, although wood flooring systems may
require installation of wooden furring strips
prior to attaching the wood flooring material.

Homes use slab-on-grade floors in two ways:
either as the bottom floor of a home or as the
floor in a daylight basement—where the floor
level is about even with outside earth.  Areas
with mild winters do not require a deep foundation.
In these regions, slab-on-grade foundations may
prove an ideal choice for flat lots.

Care must be taken in designing a home with a
slab foundation to avoid a “squat” appearance.
For example, porches are at grade level in
houses with a slab foundation, rather than
being elevated above the yard.  The hard
surface of the slab foundation may cause
injuries, more frequent breakage of dropped
objects, and tired feet unless it is covered with
carpeting or other softer floor finishes.  Use of
slab foundations can also make it more difficult
to install wiring, plumbing, and ductwork, so
the design of these systems into the
construction plans and process is essential.

B E N E F I T S  O F  I N S U L A T I N G
S L A B - O N - G R A D E  F L O O R S

Slabs lose energy primarily as a result of heat
conducted outward and through the perimeter
of the slab. In most sections of the country,
insulating the exterior edge of the slab can
reduce winter heating bills by 10 to 20 percent.

In climates with mild winters, slab insulation in
a typical 1,800 square-foot home would save
$50 to $60 annually. R-10 slab insulation for
an 1,800 square-foot home would typically
cost $300 to $600 to install.  Thus, the insula-
tion would pay for itself in 5 to 10 years.

The investment in slab insulation is also
economical when it is part of the mortgage.  An
insulation cost of $450 would add about $38
to the annual mortgage.  Since the insulation
saves over $50 per year on energy bills,
savings exceed the extra mortgage costs and
the investment in slab insulation pays off from
the beginning.

Slab insulation is important not only to save on
energy bills, but also to improve comfort.  Cold
concrete slabs are one of the most notorious
sources of discomfort in a home.  Installing
slab insulation around the perimeter of the slab
will reduce heat loss and make the slab easier
to heat.  An insulated slab also provides
thermal mass to store heat and moderates
indoor temperatures.

SLAB INSULATION
Provides a thermal break to the perimeter
of slab-on-grade foundations.

For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

U.S. Department of
Energy’s Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ORNL/BTC

The International Energy
Conservation Code
can be obtained from the
International Code Council by
calling 703-931-4533
www.intlcode.org

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or  from the Web at
www.energycodes.org/
resid/resid.htm.

SLAB INSULATION

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.

December 2000 DOE/GO102000-0775

S P E C I A L  R E Q U I R E M E N T S  O F  S L A B
I N S U L A T I O N  F O R  T E R M I T E  C O N T R O L

Over the past decade, reports of termite
infestations in homes with exterior slab
insulation have become more frequent. These
pests tunnel undetected through the insulation
to gain access to the wood framing in the
walls. Some insurance companies no longer
guarantee homes with slab insulation against
termite damage. Recent rulings by national
code organizations, such as the International
Code Council, prohibit installing foam
insulation in contact with the ground in several
southern states (South Carolina, Florida,
Georgia, Alabama, Mississippi, Louisiana,
Arkansas, and Texas).

An alternative to slab edge insulation is to
create a contained or floating slab with interior
foam insulation. This non-monolithic approach
provides termite resistance because the
insulation is sealed within the slab.  However,
builders in the Southeast United States recently
reported termite infestations through foam
insulation on contained slabs.

Termite prevention is a key goal when installing
slab insulation, especially where a visual
inspection of the foundation is not possible.
The key to controlling termites is proper
treatment, a regular inspection policy, and a
strong warranty from a termite company.
Before construction, confer with a pest control
company to ensure a favorable termite
contract.

FO L L O W  T H E S E  G U I D E L I N E S  T O  O F F S E T

T E R M I T E  P R O B L E M S :
• Provide effective moisture control systems.

• Remove all wood from around the
foundation before backfilling.

• Install termite shields continuously under the
sill plate of the building.  While not 100
percent effective, the termite shield may deter
or delay widespread infestation and may also
force termites into an exposed area where they
can be detected. It should project beyond the
sill plate and all other portions of the exterior
wall.  A continuous layer of a membrane such
as rubberized roofing material used in
commercial buildings may be used as an
alternative to the termite shield.

• Use a foam insulation with a termiticide.
Usually a derivative of boric acid, the
termiticide should pose no more threat to
home owners than traditional termite
treatments.  One of the nation’s leading foam
insulation manufacturers is planning to offer
a termite-treated insulation board on the
market in the year 2000 or 2001.



M O I S T U R E  A N D  A I R  L E A K A G E  C O N T R O L

1. Keep all untreated wood materials away from the earth.

2. Install well-designed guttering and downspouts that are
connected to a drainage system diverting rainwater completely
away from the house.

3. Slope the earth away from the house for at least 5 feet at a
minimum 5% grade (3 inches in 5 feet).  Establish drainage
swales as needed to direct rainwater around the house.

4. Add a sill gasket membrane between the slab and bottom plate
to provide air sealing.

5. Install a protective membrane (such as rubberized roofing
material or ice-dam protection membranes) to serve as a
capillary break that reduces wicking of water up from the
foundation.  This membrane can also serve as a termite shield.

6. Install a foundation drain directly beside the bottom of the
footing.  The foundation drain assembly includes a filter
fabric, gravel, and a perforated plastic drain pipe typically
4 inches in diameter.  Locate the drain beside the footing, not
on top, to avoid water flowing against the seam between the
footing and the foundation wall and prevent wicking from a
web footing through the stem wall.

7. Install a capillary break and moisture barrier under the slab
floor, consisting of a layer of 10-mil polyethylene placed over
at least 4 inches of gravel.

I N S U L A T I O N

1.  Review the plan for slab insulation with pest control and local
building officials to ensure code compliance.

2.  Select insulation levels in accordance with the International
Energy Conservation Code (IECC) or DOE Insulation Fact
Sheet.  The Insulation Fact Sheet (DOE/CE-0180) can be
ordered from the Energy Efficiency and Renewable Energy
Clearinghouse or accessed from the Internet at
www.ornl.gov/roofs+walls.

3.  Install rigid insulation using one of the two general designs
shown to achieve complete insulation coverage of the slab
perimeter.  Use only insulation approved for below-grade use.
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Metal termite
flashing

Sill gasket 

Perforated drainage pipe is embedded in gravel, 
covered with filter fabric, and located at lower 
perimeter of foundation footing to provide drainage.

10-mil poly vapor 
diffusion retarder is 
extented under 
footing.

Gravel 
base

Rigid insulation 
encapsulated or 
covered with 
membrane to 
protect from 
termites and
exterior 
damage.

PERIMETER INSULATION—
SLAB-ON-GRADE CONSTRUCTION
Provide good drainage away from the foundation and
capillary breaks for a durable foundation. Perimeter
insulation increases comfort in the living space.
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Sill gasket
Rigid insulation

Perforated drainage pipe is embedded in gravel, 
covered with filter fabric, and located at lower perimeter 
of foundation footing to provide drainage.

10-mil poly 
vapor diffusion 
retarder

Gravel 
base
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Metal termite
flashing

FLOATING SLAB-ON-GRADE CONSTRUCTION

S L A B  I N S U L A T I O N  T E C H N I Q U E S

Slab insulation can be installed following one of two basic
techniques: installing rigid insulation directly against the
exterior of the slab and footing or building a “contained” or
“floating” slab with interior insulation.  Whichever design is
followed, the keys to an effective slab foundation are:

Moisture control—using a water-managed foundation system
to drain rainwater and groundwater away from the foundation.

Airtight construction—sealing interfaces between the slab
foundation and the exterior wall to reduce infiltration into
the house.

Complete insulation coverage—properly installing the correct
insulation levels and making sure the insulation coverage is
continuous and complete.

SLAB INSULATION

4.  If insulation is installed on the exterior of the slab:

• The insulation should be installed from the top of the slab
to the bottom of the frost line unless a termite inspection
gap is required.

• Encapsulate or cover the exterior face of the insulation
with a protective membrane to serve as a capillary break
and to protect the insulation from termites.

• Cover the above-grade portion of the insulation exposed
to outside air using a stucco coating, pressure-treated
wood, brick, or aluminum flashing.  When covering
insulation, be conscious of how to detect termites in areas
prone to termite infestation.  Some states in termite-prone
areas have addressed this issue by requiring a termite
inspection gap near the top of the slab insulation.

B U I L D  I N  R A D O N  R E S I S T A N C E  W H E N  I N S T A L L I N G
S L A B - O N - G R A D E  F O U N D A T I O N S

Radon is a radioactive gas that occurs in some soils. It can
enter a home through the foundation and floor system. If it
occurs in significant concentrations (greater than 4 pico-curies
per liter), it may pose a severe health risk to the home
occupants. To guard against radon problems in concrete slabs:

• Use a 4- to 6-inch gravel base and a continuous layer of 10-mil
polyethylene on top of the gravel.

• Install a tee below the polyethylene that protrudes through the
polyethylene and extends above the poured floor height.

• Connect the tee to a 3-inch vertical plastic pipe that extends to
the roof through an interior wall.

• Pour the slab and seal all slab joints with caulk.

• Have an electrician stub-in a junction box in the attic.

• Test the bottom-most conditioned room for radon with an
EPA-listed radon test kit, or hire a qualified technician.  If the
house has a high radon concentration, install an active radon
mitigation system by attaching a small blower to the plastic
pipe in the attic to expel the gasses to the outside.

• If radon levels are especially high (over 25 pico-curies per
liter), consult with local radon experts.

RADON-RESISTANT
CONSTRUCTION
Passive
radon-resistant
construction is an
inexpensive first
cost. It can easily be
upgraded if active
mitigation is later
required to cure a
radon problem.

Electrical 
junction box

Plastic 
vent stack

Sealed
polyethylene 

Perforated "T" fitting

Optional blower
(if required)
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R-VALUES AND RECOMMENDED DEPTH FOR
SLAB INSULATION
The IECC specifies both the R-value of the slab insula-
tion and the minimum distance for the insulation from
the top of the slab downward based on a locality’s
Heating Degree Days (HDDs):

Heating Feet Installed    R-value of
Degree Days    Vertically Slab Insulation
0 to 2,499 none required
2,499 to 4,500 2 feet R-4
4,500 to 6,000 2 feet R-5
6,000 to 7,200 4 feet R-6
7,200 to 8,700 4 feet R-7
8,700 to 10,000 4 feet R-8
10,000 to 12,400 4 feet R-9
12,400 to 14,000 4 feet R-10

HDD=HEATING DEGREE DAYS

(Consult your local weather bureau for your city’s actual
annual Heating Degree Days.) Heating Degree Days is a
term used to help indicate the heating needed for any
certain day. This method is commonly used to determine
fuel consumption and/or the cost of heating during a
season by using historical weather trends to calculate
average seasonal temperatures.



M O I S T U R E  A N D  A I R  L E A K A G E  C O N T R O L

1. Keep all untreated wood materials away from the earth.

2. Install well-designed guttering and downspouts that are
connected to a drainage system diverting rainwater completely
away from the house.

3. Slope the earth away from the house for at least 5 feet at a
minimum 5% grade (3 inches in 5 feet).  Establish drainage
swales as needed to direct rainwater around the house.

4. Add a sill gasket membrane between the slab and bottom plate
to provide air sealing.

5. Install a protective membrane (such as rubberized roofing
material or ice-dam protection membranes) to serve as a
capillary break that reduces wicking of water up from the
foundation.  This membrane can also serve as a termite shield.

6. Install a foundation drain directly beside the bottom of the
footing.  The foundation drain assembly includes a filter
fabric, gravel, and a perforated plastic drain pipe typically
4 inches in diameter.  Locate the drain beside the footing, not
on top, to avoid water flowing against the seam between the
footing and the foundation wall and prevent wicking from a
web footing through the stem wall.

7. Install a capillary break and moisture barrier under the slab
floor, consisting of a layer of 10-mil polyethylene placed over
at least 4 inches of gravel.

I N S U L A T I O N

1.  Review the plan for slab insulation with pest control and local
building officials to ensure code compliance.

2.  Select insulation levels in accordance with the International
Energy Conservation Code (IECC) or DOE Insulation Fact
Sheet.  The Insulation Fact Sheet (DOE/CE-0180) can be
ordered from the Energy Efficiency and Renewable Energy
Clearinghouse or accessed from the Internet at
www.ornl.gov/roofs+walls.

3.  Install rigid insulation using one of the two general designs
shown to achieve complete insulation coverage of the slab
perimeter.  Use only insulation approved for below-grade use.
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Metal termite
flashing

Sill gasket 

Perforated drainage pipe is embedded in gravel, 
covered with filter fabric, and located at lower 
perimeter of foundation footing to provide drainage.

10-mil poly vapor 
diffusion retarder is 
extented under 
footing.

Gravel 
base

Rigid insulation 
encapsulated or 
covered with 
membrane to 
protect from 
termites and
exterior 
damage.

PERIMETER INSULATION—
SLAB-ON-GRADE CONSTRUCTION
Provide good drainage away from the foundation and
capillary breaks for a durable foundation. Perimeter
insulation increases comfort in the living space.
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Sill gasket
Rigid insulation

Perforated drainage pipe is embedded in gravel, 
covered with filter fabric, and located at lower perimeter 
of foundation footing to provide drainage.

10-mil poly 
vapor diffusion 
retarder

Gravel 
base
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FLOATING SLAB-ON-GRADE CONSTRUCTION

S L A B  I N S U L A T I O N  T E C H N I Q U E S

Slab insulation can be installed following one of two basic
techniques: installing rigid insulation directly against the
exterior of the slab and footing or building a “contained” or
“floating” slab with interior insulation.  Whichever design is
followed, the keys to an effective slab foundation are:

Moisture control—using a water-managed foundation system
to drain rainwater and groundwater away from the foundation.

Airtight construction—sealing interfaces between the slab
foundation and the exterior wall to reduce infiltration into
the house.

Complete insulation coverage—properly installing the correct
insulation levels and making sure the insulation coverage is
continuous and complete.

SLAB INSULATION

4.  If insulation is installed on the exterior of the slab:

• The insulation should be installed from the top of the slab
to the bottom of the frost line unless a termite inspection
gap is required.

• Encapsulate or cover the exterior face of the insulation
with a protective membrane to serve as a capillary break
and to protect the insulation from termites.

• Cover the above-grade portion of the insulation exposed
to outside air using a stucco coating, pressure-treated
wood, brick, or aluminum flashing.  When covering
insulation, be conscious of how to detect termites in areas
prone to termite infestation.  Some states in termite-prone
areas have addressed this issue by requiring a termite
inspection gap near the top of the slab insulation.

B U I L D  I N  R A D O N  R E S I S T A N C E  W H E N  I N S T A L L I N G
S L A B - O N - G R A D E  F O U N D A T I O N S

Radon is a radioactive gas that occurs in some soils. It can
enter a home through the foundation and floor system. If it
occurs in significant concentrations (greater than 4 pico-curies
per liter), it may pose a severe health risk to the home
occupants. To guard against radon problems in concrete slabs:

• Use a 4- to 6-inch gravel base and a continuous layer of 10-mil
polyethylene on top of the gravel.

• Install a tee below the polyethylene that protrudes through the
polyethylene and extends above the poured floor height.

• Connect the tee to a 3-inch vertical plastic pipe that extends to
the roof through an interior wall.

• Pour the slab and seal all slab joints with caulk.

• Have an electrician stub-in a junction box in the attic.

• Test the bottom-most conditioned room for radon with an
EPA-listed radon test kit, or hire a qualified technician.  If the
house has a high radon concentration, install an active radon
mitigation system by attaching a small blower to the plastic
pipe in the attic to expel the gasses to the outside.

• If radon levels are especially high (over 25 pico-curies per
liter), consult with local radon experts.

RADON-RESISTANT
CONSTRUCTION
Passive
radon-resistant
construction is an
inexpensive first
cost. It can easily be
upgraded if active
mitigation is later
required to cure a
radon problem.

Electrical 
junction box

Plastic 
vent stack

Sealed
polyethylene 

Perforated "T" fitting

Optional blower
(if required)
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R-VALUES AND RECOMMENDED DEPTH FOR
SLAB INSULATION
The IECC specifies both the R-value of the slab insula-
tion and the minimum distance for the insulation from
the top of the slab downward based on a locality’s
Heating Degree Days (HDDs):

Heating Feet Installed    R-value of
Degree Days    Vertically Slab Insulation
0 to 2,499 none required
2,499 to 4,500 2 feet R-4
4,500 to 6,000 2 feet R-5
6,000 to 7,200 4 feet R-6
7,200 to 8,700 4 feet R-7
8,700 to 10,000 4 feet R-8
10,000 to 12,400 4 feet R-9
12,400 to 14,000 4 feet R-10

HDD=HEATING DEGREE DAYS

(Consult your local weather bureau for your city’s actual
annual Heating Degree Days.) Heating Degree Days is a
term used to help indicate the heating needed for any
certain day. This method is commonly used to determine
fuel consumption and/or the cost of heating during a
season by using historical weather trends to calculate
average seasonal temperatures.



SLAB INSULATION
Improve comfort and save energy

in homes with slab-on-grade floors
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Buildings for
the 21st Century

Buildings that are more

energy efficient, comfortable,

and affordable…that’s the

goal of DOE’s Office of Building

Technology, State and

Community Programs (BTS).

To accelerate the development

and wide application of energy

efficiency measures, BTS:

• Conducts R&D on technologies

and concepts for energy effi-

ciency, working closely with

the building industry and with

manufacturers of materials,

equipment, and appliances

• Promotes energy/money

saving opportunities to both

builders and buyers of homes

and commercial buildings

• Works with state and local

regulatory groups to improve

building codes, appliance stan-

dards, and guidelines for effi-

cient energy use

• Provides support and grants

to states and communities

for deployment of energy-

efficient technologies and

practices

T e c h n o l o g y F a c t S h e e t

SLAB-ON-GRADE FLOORS PROVIDE AN
INEXPENSIVE AND VERSATILE FOUNDATION

Slab-on-grade floors are often the least expen-
sive foundation system and can expedite the
construction process.  The foundation consists
of a concrete slab poured over at least 4 inches
of gravel and a layer of 10-mil polyethylene.
Virtually any floor covering works well with a
slab, although wood flooring systems may
require installation of wooden furring strips
prior to attaching the wood flooring material.

Homes use slab-on-grade floors in two ways:
either as the bottom floor of a home or as the
floor in a daylight basement—where the floor
level is about even with outside earth.  Areas
with mild winters do not require a deep foundation.
In these regions, slab-on-grade foundations may
prove an ideal choice for flat lots.

Care must be taken in designing a home with a
slab foundation to avoid a “squat” appearance.
For example, porches are at grade level in
houses with a slab foundation, rather than
being elevated above the yard.  The hard
surface of the slab foundation may cause
injuries, more frequent breakage of dropped
objects, and tired feet unless it is covered with
carpeting or other softer floor finishes.  Use of
slab foundations can also make it more difficult
to install wiring, plumbing, and ductwork, so
the design of these systems into the
construction plans and process is essential.

B E N E F I T S  O F  I N S U L A T I N G
S L A B - O N - G R A D E  F L O O R S

Slabs lose energy primarily as a result of heat
conducted outward and through the perimeter
of the slab. In most sections of the country,
insulating the exterior edge of the slab can
reduce winter heating bills by 10 to 20 percent.

In climates with mild winters, slab insulation in
a typical 1,800 square-foot home would save
$50 to $60 annually. R-10 slab insulation for
an 1,800 square-foot home would typically
cost $300 to $600 to install.  Thus, the insula-
tion would pay for itself in 5 to 10 years.

The investment in slab insulation is also
economical when it is part of the mortgage.  An
insulation cost of $450 would add about $38
to the annual mortgage.  Since the insulation
saves over $50 per year on energy bills,
savings exceed the extra mortgage costs and
the investment in slab insulation pays off from
the beginning.

Slab insulation is important not only to save on
energy bills, but also to improve comfort.  Cold
concrete slabs are one of the most notorious
sources of discomfort in a home.  Installing
slab insulation around the perimeter of the slab
will reduce heat loss and make the slab easier
to heat.  An insulated slab also provides
thermal mass to store heat and moderates
indoor temperatures.

SLAB INSULATION
Provides a thermal break to the perimeter
of slab-on-grade foundations.

For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

U.S. Department of
Energy’s Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ORNL/BTC

The International Energy
Conservation Code
can be obtained from the
International Code Council by
calling 703-931-4533
www.intlcode.org

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or  from the Web at
www.energycodes.org/
resid/resid.htm.

SLAB INSULATION

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.

December 2000 DOE/GO102000-0775

S P E C I A L  R E Q U I R E M E N T S  O F  S L A B
I N S U L A T I O N  F O R  T E R M I T E  C O N T R O L

Over the past decade, reports of termite
infestations in homes with exterior slab
insulation have become more frequent. These
pests tunnel undetected through the insulation
to gain access to the wood framing in the
walls. Some insurance companies no longer
guarantee homes with slab insulation against
termite damage. Recent rulings by national
code organizations, such as the International
Code Council, prohibit installing foam
insulation in contact with the ground in several
southern states (South Carolina, Florida,
Georgia, Alabama, Mississippi, Louisiana,
Arkansas, and Texas).

An alternative to slab edge insulation is to
create a contained or floating slab with interior
foam insulation. This non-monolithic approach
provides termite resistance because the
insulation is sealed within the slab.  However,
builders in the Southeast United States recently
reported termite infestations through foam
insulation on contained slabs.

Termite prevention is a key goal when installing
slab insulation, especially where a visual
inspection of the foundation is not possible.
The key to controlling termites is proper
treatment, a regular inspection policy, and a
strong warranty from a termite company.
Before construction, confer with a pest control
company to ensure a favorable termite
contract.

FO L L O W  T H E S E  G U I D E L I N E S  T O  O F F S E T

T E R M I T E  P R O B L E M S :
• Provide effective moisture control systems.

• Remove all wood from around the
foundation before backfilling.

• Install termite shields continuously under the
sill plate of the building.  While not 100
percent effective, the termite shield may deter
or delay widespread infestation and may also
force termites into an exposed area where they
can be detected. It should project beyond the
sill plate and all other portions of the exterior
wall.  A continuous layer of a membrane such
as rubberized roofing material used in
commercial buildings may be used as an
alternative to the termite shield.

• Use a foam insulation with a termiticide.
Usually a derivative of boric acid, the
termiticide should pose no more threat to
home owners than traditional termite
treatments.  One of the nation’s leading foam
insulation manufacturers is planning to offer
a termite-treated insulation board on the
market in the year 2000 or 2001.



WALL INSULATION
Provide Moisture Control and Insulation in Wall Systems
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T e c h n o l o g y F a c t S h e e t

EFFECTIVE WALL INSULATION

Properly sealed, moisture-protected, and
insulated walls help increase comfort,
reduce noise, and save on energy costs.
However, walls are the most complex
component of the building envelope to
insulate, air seal, and control moisture.

The keys to an effective wall are:

• Airtight construction—all air leaks
sealed in the wall during construction
and prior to insulation installation.

• Moisture control—exterior rain drain-
age system, continuous air barrier, and
vapor barrier located on the PR E V E N T  R A I N  P E N E T R A T I O N

Causes of rain leaks through exterior walls
include improper installation of siding
materials; poor-quality flashing,
weatherstripping, or caulking around joints in
the building exterior (such as windows, doors,
and bottom plates); and wind-driven rain that
penetrates the exterior finish. To enhance pro-
tection against rain penetration, create a drain-
age plane within the wall system of the home.

CO N T R O L  M O I S T U R E  I N  W A L L S

All climates require these steps:

• Install a polyethylene ground cover on
the earth floor of houses with crawl
spaces and slope the ground away from
the foundations of all houses.

• Install a continuous vapor barrier that has a
Perm rating of less than one (see page 3).

• Place a termite shield, sill gaskets, or
other vapor-impermeable membrane on
the top of the foundation wall. This
action will prevent moisture from wicking
into the framed wall from the concrete
foundation wall by capillary action.

Durable roof with 
overhang

Gutters 
connected to 
downspouts 
that drain 
water 
away from 
the house

Tape joints 
in foam 
sheathing

Tape joint

Flash 
windows and 
other 
openings

Extend sheathing 
below bottom plate
and seal

Siding primed on all six faces 
(front, back, edges) to improve durability

½" Sheathing

Siding

½" x 2" Strips

½" Gap 
behind siding

Studs and 
insulation

A drainage plane in a

wall system creates

an easy pathway for

water to drain away

from the house.

appropriate side of the wall.

• Complete insulation coverage—advanced
framing to maximize insulation coverage and
reduce thermal bridging, no gaps or
compressed insulation, and continuous
insulated sheathing.

A I R  S E A L I N G

Air sealing reduces heat flow from air move-
ment (convection) and prevents water vapor in
the air from entering the wall. In a 100-square-
foot wall, one cup of water can diffuse through
drywall without a vapor barrier in a year, but 50
cups can enter through a ½-inch, round hole.
In fact, sealing air leaks is 10 to 100 times as
important as installing a vapor barrier.

M O I S T U R E  C O N T R O L

Air sealing and moisture control make insulation
more effective. It is a myth that installing vapor
barriers is the most important step for control-
ling moisture in walls. Vapor barriers only retard
moisture due to diffusion, while most moisture
enters walls either through fluid capillary action
or as water vapor through air leaks.

For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

U.S. Department of Energy’s
Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ORNL/BTC

The Model Energy Code
can be obtained from the
International Code Council by
calling 703-931-4533

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or downloaded directly
from the Web at
www.energycodes.org/
resid/resid.htm.

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.

October 2000 DOE/GO-102000-0772

STEPS FOR EFFECTIVE WALL
CONSTRUCTION AND INSULATION

1. Review the plans and specifications and
identify all walls (including bandjoists)
between conditioned (heated and cooled)
spaces and unconditioned spaces
(exterior, attics, crawl spaces, garages, and
mechanical rooms). Use advanced framing
techniques to increase insulation levels
and reduce lumber use.

2. Use diagonal corner bracing (let-in
bracing) on exterior walls to substitute
for corner plywood sheathing and
allow continuous insulated sheathing.

3. Use foam sheathing for insulating
headers to reduce framing heat loss.

4. Seal all air leaks through walls before
insulating, including under the bottom plate,
band joist areas between floors, electrical
boxes, and all electrical, plumbing, and HVAC
penetrations.

5. Use caulk and backer rod or non-expanding
spray foam, not insulation, to seal around
window and door jambs.

6. If fixtures such as stairs or shower/tub
enclosures cover exterior walls and do not
allow easy installation of insulation after the
sheathing is attached, insulate behind these
components in advance using R-13 or R-19
batts and cover with a weatherproof barrier
(½-inch drywall, plastic, or other sheet
material).

7. Select insulation levels based on the MEC
and the DOE Insulation Fact Sheet.

8. Face-staple batts because side stapling
creates channels for air flow and compresses
the insulation, thus reducing the R-value. If
face stapling is not an option, use unfaced
batts or carefully side staple within ¼ inch
of the stud face.

9. Obtain full coverage of batt or blown wall
insulation. Cut batt insulation to fit snugly
into non-standard stud spaces and to com-
pletely fill cavity.

10. Slit batt insulation to fit around the back and
front side of electrical wiring and plumbing
without compressing or tearing the
insulation.

11. Notch out batt insulation around electrical boxes
and use scraps to insulate behind the box.

12. Once the interior drywall is in place, seal all
penetrations with durable caulking.

Unfaced
insulation

Side stapled
insulation batt
(stapled no
more than ¼"
from edge)

Prefer
face stapled
insulation batt

Cut out
batt to 
fit snugly
around
wall
outlet

2 Stud 
“energy corner”

with drywall clips

Subfloor

Caulk bottom plate
or use sill gasket

Floor joist

Adhesive or
caulk

Insulate and air seal
band joist area
between floors

Back of batt
split around 
wire

UNFACED
FACED

FACED

FACED

WALL INSULATION

Fiberglass Batt Insulation
Characteristics

Thickness R-value Cost

(inches) (¢/sq.ft.)

3½ 11 12-16

35/8 13 15-20

3½ 15 (high density) 34-40

6 to 6¼ 19 27-34

5¼ 21 (high density) 33-39

8 to 8½ 25 37-45

8 30 (high density) 45-49

9½ 30 (standard) 39-43

12 38 55-60

This chart is for comparison only. Determine actual

thickness, R-value, and cost from manufacturer or local

building supply.

Wall DOE 772 MS.p65 10/30/00, 11:10 AM1



WALL FRAMING WITH ADVANCED FRAMING TECHNIQUES

Building experts have performed considerable research on ways
to reduce the amount of lumber in our homes while maintaining
structural integrity. The U.S. Forestry Products Association and
other organizations have devised an “ optimum value engineer-
ing”  (OVE) framing system that reduces unnecessary lumber
use and improves the whole-wall R-value by reducing thermal
bridging and maximizing the wall area that is insulated. Selected
OVE practices include:

• Design the house to use materials efficiently by employing
simpler shapes and volumes, compact designs, and designs
based on a 2-foot module.

• Frame at 24-inch rather than 16-inch centers.

• Design headers for loading conditions and use insulated headers.

• Locate window and door openings in-line with established
framing and size windows to fit within existing stud spacing.

• Eliminate unnecessary framing at intersections using two-stud
rather than three-stud corners and ladder blocking where
interior partitions intersect exterior walls.

• Use let-in bracing to allow the use of insulated sheathing in corners.

• Eliminate curtailed studs (cripples) under windows.

• Align roof, wall, and floor framing members (studs and joists)
vertically throughout the structure so that a single top plate
can be used. 2 X 6  W A L L  C O N S T R U C T I O N

In most code jurisdictions, 2x6’s can be spaced on 24-inch
centers, rather than 16-inch centers used for 2x4’s. The advan-
tages of using 2x6 studs on 24-inch centers are:

• The thicker wall cavity provides room for R-19 or R-21 wall
insulation.

• Overall, thermal bridging through studs is reduced due to the
higher R-value of 2x6’s and less stud area in the wall.

• Less framing reduces labor costs.

• There is more space for insulating around piping, wiring, and
ductwork.

The economics of 2x6 wall construction is favorable primarily in
areas with significant winters and homes in which windows and
doors occupy 10 percent or less of the total wall area. Walls
with substantial window and door area may require almost as
much framing as 2x4 walls because each opening can add extra
studs. Additionally, the window and door jambs must be wider,
requiring the purchase of a jamb extender that increases costs
by $12 to $15 per opening.

Thicker insulated sheathing may be a less expensive way to
increase overall R-value than 2x6 construction, especially in

INSULATED HEADERS AND LET-IN BRACING

Insulated headers

1½"

½"

1½"

1½" + ½ "+ 1½" =  3½" 

½" foam sheathing
cut to fill void

2" of foam sheathing
or fiberglass batt

Double
top plate

Comparison Standard Advanced

Insulation Voids 3%  0%

Framing factor 15-25% 10-15%

Batt R-value R-13 R-13

Sheathing R-value R-0.5 to 2.0 R-2.5

Effective Average R-value R-11.1 R-14.6
(30% higher)

Extra exterior
corner studs

Extra studs for
attaching drywall

Insulation void

Standard corner Standard T-wall intersection

STANDARD FRAMING VERSUS ADVANCED FRAMING
CROSS-SECTION

Standard methods use unnecessary studs

Advanced corner Advanced ladder T-wall framing       

Drywall clip to hold
drywall in place

2x4 turned sideways
serves as nailer 
for siding

Drywall and interior 
walls are attached to 
"ladder," which spans 
between studs

Metal T-bracing nailed to studs
saves on the labor cost of 1x4
let-in bracing

2x4 or 2x6 stud

Saw kerf for T-brace

K-brace when window 
or door is near corner

1x4 let-in brace notched
into wall studs

Let-in bracing

homes with more window and door area. Another factor to
consider is that the interior finish or exterior siding may bow
slightly between studs when using 24-inch centers.

W H A T  T Y P E  O F  I N S U L A T I O N  S H O U L D  I  U S E ?

The home designer has an increasing array of insulation
products from which to choose to insulate wood-framed walls.
The wide variety of insulation materials often makes it difficult
to determine the most cost-effective products and techniques.
Refer to the Model Energy Code (MEC) or DOE Insulation Fact
Sheet for R-value recommendations for your climate and build-
ing type. The DOE Insulation Fact Sheet (DOE/CE-0180) can be
ordered from the Energy Efficiency and Renewable Energy
Clearinghouse or accessed from the Internet at www.ornl.gov/
roofs+walls.

• Fiberglass and rock wool batts— 2x4 walls can hold R-13 or
R-15 batts; 2x6 walls can have R-19 or R-21 products.
Generally, batt insulation is the least expensive wall insulation
material but requires careful installation for effective
performance (see page 4).

• Cellulose insulation, made from recycled newsprint, comes pri-
marily in loose-fill form. It can be installed in walls using a
dry-pack process or a moist-spray technique. It generally costs
more than batt insulation, but it offers reduced air leakage
through the wall cavity plus improved sound deadening.

• Fiberglass and rock wool loose-fill insulation provide full
coverage with a “Blow-in Blanket”  System (BIBS) that involves
blowing insulation into open stud cavities behind a net.

• Rigid foam insulation has a higher R-value per inch
than fiberglass or cellulose and stops air leaks, but it is
considerably more expensive. It is manufactured in
sheet-good dimensions and is often used as the outer layer of
insulation.

• Foam-in-place insulation can be blown into walls and
reduces air leakage. Some types use carbon dioxide in the
manufacturing process rather than more environmentally
harmful gases such as pentane or hydrochlorofluorocarbons.

W A L L  S H E A T H I N G S

Some builders use ½-inch wood sheathing (R-0.6) or asphalt-
impregnated sheathing, usually called blackboard (R-1.3), to
cover the exterior framing before installing siding. Instead,
consider using ½-inch foam insulated sheathing (R-2 to R-3.5).
Sheathing thicker than ½ inch will yield even higher R-values.

Foam sheathing has these advantages:

• The continuous layer of insulation reduces thermal bridging
through wood studs, saving energy and improving comfort.

• It is easier to cut and install than heavier weight sheathing
products.

• It protects against condensation on the inside wall by keeping
the interior of the wall warmer.

• It usually costs less than plywood or oriented strand board
(OSB).

Ensure that the sheathing completely covers, and is sealed to,
the top plate and band joist at the floor. Most sheathing prod-
ucts come in 8-, 9-, or 10-foot lengths to allow complete cover-
age of the wall. Once it is installed, patch all holes, penetrations,
and seams with caulk or housewrap tape.

Because of its insulation advantages over plywood and OSB,
foam sheathing is best when used continuously in combination
with let-in bracing, which provides structural support similar to
that offered by plywood or OSB. Some builders use two layers of
sheathing— plywood or OSB for structural support and a seam-
staggered layer of rigid foam for insulation. When the total depth
of the sheathing material exceeds ½ inch, make certain the
window and door jambs are adjusted for the total wall thickness.
Some flanged windows are readily adaptable to this approach.

WALL INSULATION

Interior

Exterior or 
no vapor barrier

Omit 
vapor 
barrier

VAPOR BARRIER PLACEMENT BY GEOGRAPHICAL LOCATION

In most cold climates, vapor barriers should be placed on the interior

(warm-in-winter) side of walls. However, the map shows that in some

southern climates, the vapor

barrier should be omitted, while in

hot and humid climates, such as

along the Gulf coast and in Florida,

the vapor barrier should be placed

on the exterior of the wall.

Perm Ratings of Different MaterialsPerm Ratings of Different MaterialsPerm Ratings of Different MaterialsPerm Ratings of Different MaterialsPerm Ratings of Different Materials

(Rating of 1 or less qualifies as a vapor barrier)

Asphalt-coated paper backing on insulation 0.40

Polyethylene plastic (6 mil) 0.06

Plywood with exterior glue 0.70

Plastic-coated insulated foam sheathing 0.4 to 1.2

Aluminum foil (.35 mil) 0.05

Vapor barrier paint or primer 0.45

Drywall (unpainted) 50

Drywall (painted - latex paint) 2-3
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WALL FRAMING WITH ADVANCED FRAMING TECHNIQUES

Building experts have performed considerable research on ways
to reduce the amount of lumber in our homes while maintaining
structural integrity. The U.S. Forestry Products Association and
other organizations have devised an “optimum value engineer-
ing” (OVE) framing system that reduces unnecessary lumber
use and improves the whole-wall R-value by reducing thermal
bridging and maximizing the wall area that is insulated. Selected
OVE practices include:

• Design the house to use materials efficiently by employing
simpler shapes and volumes, compact designs, and designs
based on a 2-foot module.

• Frame at 24-inch rather than 16-inch centers.

• Design headers for loading conditions and use insulated headers.

• Locate window and door openings in-line with established
framing and size windows to fit within existing stud spacing.

• Eliminate unnecessary framing at intersections using two-stud
rather than three-stud corners and ladder blocking where
interior partitions intersect exterior walls.

• Use let-in bracing to allow the use of insulated sheathing in corners.

• Eliminate curtailed studs (cripples) under windows.

• Align roof, wall, and floor framing members (studs and joists)
vertically throughout the structure so that a single top plate
can be used. 2 X 6  W A L L  C O N S T R U C T I O N

In most code jurisdictions, 2x6’s can be spaced on 24-inch
centers, rather than 16-inch centers used for 2x4’s. The advan-
tages of using 2x6 studs on 24-inch centers are:

• The thicker wall cavity provides room for R-19 or R-21 wall
insulation.

• Overall, thermal bridging through studs is reduced due to the
higher R-value of 2x6’s and less stud area in the wall.

• Less framing reduces labor costs.

• There is more space for insulating around piping, wiring, and
ductwork.

The economics of 2x6 wall construction is favorable primarily in
areas with significant winters and homes in which windows and
doors occupy 10 percent or less of the total wall area. Walls
with substantial window and door area may require almost as
much framing as 2x4 walls because each opening can add extra
studs. Additionally, the window and door jambs must be wider,
requiring the purchase of a jamb extender that increases costs
by $12 to $15 per opening.

Thicker insulated sheathing may be a less expensive way to
increase overall R-value than 2x6 construction, especially in

INSULATED HEADERS AND LET-IN BRACING

Insulated headers

1½"

½"

1½"

1½" + ½ "+ 1½" =  3½" 

½" foam sheathing
cut to fill void

2" of foam sheathing
or fiberglass batt

Double
top plate

Comparison Standard Advanced

Insulation Voids 3%  0%

Framing factor 15-25% 10-15%

Batt R-value R-13 R-13

Sheathing R-value R-0.5 to 2.0 R-2.5

Effective Average R-value R-11.1 R-14.6
(30% higher)

Extra exterior
corner studs

Extra studs for
attaching drywall

Insulation void

Standard corner Standard T-wall intersection

STANDARD FRAMING VERSUS ADVANCED FRAMING
CROSS-SECTION

Standard methods use unnecessary studs

Advanced corner Advanced ladder T-wall framing       

Drywall clip to hold
drywall in place

2x4 turned sideways
serves as nailer 
for siding

Drywall and interior 
walls are attached to 
"ladder," which spans 
between studs

Metal T-bracing nailed to studs
saves on the labor cost of 1x4
let-in bracing

2x4 or 2x6 stud

Saw kerf for T-brace

K-brace when window 
or door is near corner

1x4 let-in brace notched
into wall studs

Let-in bracing

homes with more window and door area. Another factor to
consider is that the interior finish or exterior siding may bow
slightly between studs when using 24-inch centers.

W H A T  T Y P E  O F  I N S U L A T I O N  S H O U L D  I  U S E ?

The home designer has an increasing array of insulation
products from which to choose to insulate wood-framed walls.
The wide variety of insulation materials often makes it difficult
to determine the most cost-effective products and techniques.
Refer to the Model Energy Code (MEC) or DOE Insulation Fact
Sheet for R-value recommendations for your climate and build-
ing type. The DOE Insulation Fact Sheet (DOE/CE-0180) can be
ordered from the Energy Efficiency and Renewable Energy
Clearinghouse or accessed from the Internet at www.ornl.gov/
roofs+walls.

• Fiberglass and rock wool batts—2x4 walls can hold R-13 or
R-15 batts; 2x6 walls can have R-19 or R-21 products.
Generally, batt insulation is the least expensive wall insulation
material but requires careful installation for effective
performance (see page 4).

• Cellulose insulation, made from recycled newsprint, comes pri-
marily in loose-fill form. It can be installed in walls using a
dry-pack process or a moist-spray technique. It generally costs
more than batt insulation, but it offers reduced air leakage
through the wall cavity plus improved sound deadening.

• Fiberglass and rock wool loose-fill insulation provide full
coverage with a “Blow-in Blanket” System (BIBS) that involves
blowing insulation into open stud cavities behind a net.

• Rigid foam insulation has a higher R-value per inch
than fiberglass or cellulose and stops air leaks, but it is
considerably more expensive. It is manufactured in
sheet-good dimensions and is often used as the outer layer of
insulation.

• Foam-in-place insulation can be blown into walls and
reduces air leakage. Some types use carbon dioxide in the
manufacturing process rather than more environmentally
harmful gases such as pentane or hydrochlorofluorocarbons.

W A L L  S H E A T H I N G S

Some builders use ½-inch wood sheathing (R-0.6) or asphalt-
impregnated sheathing, usually called blackboard (R-1.3), to
cover the exterior framing before installing siding. Instead,
consider using ½-inch foam insulated sheathing (R-2 to R-3.5).
Sheathing thicker than ½ inch will yield even higher R-values.

Foam sheathing has these advantages:

• The continuous layer of insulation reduces thermal bridging
through wood studs, saving energy and improving comfort.

• It is easier to cut and install than heavier weight sheathing
products.

• It protects against condensation on the inside wall by keeping
the interior of the wall warmer.

• It usually costs less than plywood or oriented strand board
(OSB).

Ensure that the sheathing completely covers, and is sealed to,
the top plate and band joist at the floor. Most sheathing prod-
ucts come in 8-, 9-, or 10-foot lengths to allow complete cover-
age of the wall. Once it is installed, patch all holes, penetrations,
and seams with caulk or housewrap tape.

Because of its insulation advantages over plywood and OSB,
foam sheathing is best when used continuously in combination
with let-in bracing, which provides structural support similar to
that offered by plywood or OSB. Some builders use two layers of
sheathing—plywood or OSB for structural support and a seam-
staggered layer of rigid foam for insulation. When the total depth
of the sheathing material exceeds ½ inch, make certain the
window and door jambs are adjusted for the total wall thickness.
Some flanged windows are readily adaptable to this approach.
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VAPOR BARRIER PLACEMENT BY GEOGRAPHICAL LOCATION

In most cold climates, vapor barriers should be placed on the interior

(warm-in-winter) side of walls. However, the map shows that in some

southern climates, the vapor

barrier should be omitted, while in

hot and humid climates, such as

along the Gulf coast and in Florida,

the vapor barrier should be placed

on the exterior of the wall.

Perm Ratings of Different MaterialsPerm Ratings of Different MaterialsPerm Ratings of Different MaterialsPerm Ratings of Different MaterialsPerm Ratings of Different Materials

(Rating of 1 or less qualifies as a vapor barrier)

Asphalt-coated paper backing on insulation 0.40

Polyethylene plastic (6 mil) 0.06

Plywood with exterior glue 0.70

Plastic-coated insulated foam sheathing 0.4 to 1.2

Aluminum foil (.35 mil) 0.05

Vapor barrier paint or primer 0.45

Drywall (unpainted) 50

Drywall (painted - latex paint) 2-3
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WALL INSULATION
Provide Moisture Control and Insulation in Wall Systems

OFFICE OF BUILDING TECHNOLOGY, STATE AND COMMUNITY PROGRAMS
ENERGY EFFICIENCY AND RENEWABLE ENERGY • U.S. DEPARTMENT OF ENERGY

Buildings for
the 21st Century

Buildings that are more

energy efficient, comfortable,

and affordable…that’s the

goal of DOE’s Office of Building

Technology, State and

Community Programs (BTS).

To accelerate the development

and wide application of energy

efficiency measures, BTS:

• Conducts R&D on technologies

and concepts for energy effi-

ciency, working closely with

the building industry and with

manufacturers of materials,

equipment, and appliances

• Promotes energy/money

saving opportunities to both

builders and buyers of homes

and commercial buildings

• Works with state and local

regulatory groups to improve

building codes, appliance stan-

dards, and guidelines for effi-

cient energy use

• Provides support and grants

to states and communities

for deployment of energy-

efficient technologies and

practices

T e c h n o l o g y F a c t S h e e t

EFFECTIVE WALL INSULATION

Properly sealed, moisture-protected, and
insulated walls help increase comfort,
reduce noise, and save on energy costs.
However, walls are the most complex
component of the building envelope to
insulate, air seal, and control moisture.

The keys to an effective wall are:

• Airtight construction—all air leaks
sealed in the wall during construction
and prior to insulation installation.

• Moisture control—exterior rain drain-
age system, continuous air barrier, and
vapor barrier located on the PR E V E N T  R A I N  P E N E T R A T I O N

Causes of rain leaks through exterior walls
include improper installation of siding
materials; poor-quality flashing,
weatherstripping, or caulking around joints in
the building exterior (such as windows, doors,
and bottom plates); and wind-driven rain that
penetrates the exterior finish. To enhance pro-
tection against rain penetration, create a drain-
age plane within the wall system of the home.

CO N T R O L  M O I S T U R E  I N  W A L L S

All climates require these steps:

• Install a polyethylene ground cover on
the earth floor of houses with crawl
spaces and slope the ground away from
the foundations of all houses.

• Install a continuous vapor barrier that has a
Perm rating of less than one (see page 3).

• Place a termite shield, sill gaskets, or
other vapor-impermeable membrane on
the top of the foundation wall. This
action will prevent moisture from wicking
into the framed wall from the concrete
foundation wall by capillary action.

Durable roof with 
overhang

Gutters 
connected to 
downspouts 
that drain 
water 
away from 
the house

Tape joints 
in foam 
sheathing

Tape joint

Flash 
windows and 
other 
openings

Extend sheathing 
below bottom plate
and seal

Siding primed on all six faces 
(front, back, edges) to improve durability

½" Sheathing

Siding

½" x 2" Strips

½" Gap 
behind siding

Studs and 
insulation

A drainage plane in a

wall system creates

an easy pathway for

water to drain away

from the house.

appropriate side of the wall.

• Complete insulation coverage— advanced
framing to maximize insulation coverage and
reduce thermal bridging, no gaps or
compressed insulation, and continuous
insulated sheathing.

A I R  S E A L I N G

Air sealing reduces heat flow from air move-
ment (convection) and prevents water vapor in
the air from entering the wall. In a 100-square-
foot wall, one cup of water can diffuse through
drywall without a vapor barrier in a year, but 50
cups can enter through a ½-inch, round hole.
In fact, sealing air leaks is 10 to 100 times as
important as installing a vapor barrier.

M O I S T U R E  C O N T R O L

Air sealing and moisture control make insulation
more effective. It is a myth that installing vapor
barriers is the most important step for control-
ling moisture in walls. Vapor barriers only retard
moisture due to diffusion, while most moisture
enters walls either through fluid capillary action
or as water vapor through air leaks.

For more information, contact:

Energy Efficiency and
Renewable Energy
Clearinghouse (EREC)
1-800-DOE-3732
www.eren.doe.gov

Or visit the BTS Web site at
www.eren.doe.gov/buildings

Or refer to the Builder’s Guide
Energy Efficient Building
Association, Inc.
651-268-7585
www.eeba.org

Written and prepared for
the U.S. Department of
Energy by:

Southface Energy Institute
404-872-3549
www.southface.org

U.S. Department of Energy’s
Oak Ridge
National Laboratory
Buildings Technology Center
423-574-5178
www.ornl.gov/ORNL/BTC

The Model Energy Code
can be obtained from the
International Code Council by
calling 703-931-4533

MECcheck, a companion
compliance software
package, can be ordered from
DOE by calling
1-800-270-CODE
or downloaded directly
from the Web at
www.energycodes.org/
resid/resid.htm.

NOTICE: Neither the United
States government nor any
agency thereof, nor any of their
employees, makes any warranty,
express or implied, or assumes
any legal liability or responsibility
for the accuracy, completeness,
or usefulness of any information,
apparatus, product, or process
disclosed. The views and opin-
ions of authors expressed herein
do not necessarily state or reflect
those of the United States gov-
ernment or any agency thereof.

Printed with a renewable-source ink on paper containing at
least 50% wastepaper, including 20% postconsumer waste.
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STEPS FOR EFFECTIVE WALL
CONSTRUCTION AND INSULATION

1. Review the plans and specifications and
identify all walls (including bandjoists)
between conditioned (heated and cooled)
spaces and unconditioned spaces
(exterior, attics, crawl spaces, garages, and
mechanical rooms). Use advanced framing
techniques to increase insulation levels
and reduce lumber use.

2. Use diagonal corner bracing (let-in
bracing) on exterior walls to substitute
for corner plywood sheathing and
allow continuous insulated sheathing.

3. Use foam sheathing for insulating
headers to reduce framing heat loss.

4. Seal all air leaks through walls before
insulating, including under the bottom plate,
band joist areas between floors, electrical
boxes, and all electrical, plumbing, and HVAC
penetrations.

5. Use caulk and backer rod or non-expanding
spray foam, not insulation, to seal around
window and door jambs.

6. If fixtures such as stairs or shower/tub
enclosures cover exterior walls and do not
allow easy installation of insulation after the
sheathing is attached, insulate behind these
components in advance using R-13 or R-19
batts and cover with a weatherproof barrier
(½-inch drywall, plastic, or other sheet
material).

7. Select insulation levels based on the MEC
and the DOE Insulation Fact Sheet.

8. Face-staple batts because side stapling
creates channels for air flow and compresses
the insulation, thus reducing the R-value. If
face stapling is not an option, use unfaced
batts or carefully side staple within ¼ inch
of the stud face.

9. Obtain full coverage of batt or blown wall
insulation. Cut batt insulation to fit snugly
into non-standard stud spaces and to com-
pletely fill cavity.

10. Slit batt insulation to fit around the back and
front side of electrical wiring and plumbing
without compressing or tearing the
insulation.

11. Notch out batt insulation around electrical boxes
and use scraps to insulate behind the box.

12. Once the interior drywall is in place, seal all
penetrations with durable caulking.

Unfaced
insulation

Side stapled
insulation batt
(stapled no
more than ¼"
from edge)

Prefer
face stapled
insulation batt

Cut out
batt to 
fit snugly
around
wall
outlet

2 Stud 
“energy corner”

with drywall clips

Subfloor

Caulk bottom plate
or use sill gasket

Floor joist

Adhesive or
caulk

Insulate and air seal
band joist area
between floors

Back of batt
split around 
wire

UNFACED
FACED

FACED

FACED

WALL INSULATION

Fiberglass Batt Insulation
Characteristics

Thickness R-value Cost

(inches) (¢/sq.ft.)

3½ 11 12-16

35/8 13 15-20

3½ 15 (high density) 34-40

6 to 6¼ 19 27-34

5¼ 21 (high density) 33-39

8 to 8½ 25 37-45

8 30 (high density) 45-49

9½ 30 (standard) 39-43

12 38 55-60

This chart is for comparison only. Determine actual

thickness, R-value, and cost from manufacturer or local

building supply.
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